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STATEMENT OF AGENCY COMPLIANCE

This device complies with part 15 of the FCC Rules.  Operation is subject to the
following two conditions: (1) this device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B
digital device pursuant to part 15 of the FCC Rules.  These limits are designed to
provide reasonable protection against harmful interference in a residential
installation.  This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications.  However, there is no
guarantee that interference will not occur in a particular installation.  If this
equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following
measures:

FCC Class B Compliance Statement

Caution:  Any changes or modifications made to this device that are not
expressly approved by Welch Allyn, Inc. may void the user’s authority to
operate the equipment.

Note:  To maintain compliance with FCC Rules and Regulations, cables
connected to this device must be shielded cables, in which the cable shield
wire(s) have been grounded (tied) to the connector shell.

This equipment does not exceed the Class B limits for radio noise emissions as
described in the Radio Interference Regulations of the Canadian Department of
Communications.

Canadian Notice

Le present appareil numerique n’emet pas de bruits radioelectriques depassant
les limites applicables aux appareils numeriques de la classe B prescrites dans
le Reglement sur le brouillage radioelectrique edicte par le ministere des
Communications du Canada.

• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that 

to which the receiver is connected.
• Consult the dealer or an experienced radio or television technician for help.



or
Welch Allyn Ltd.
1st Floor
Dallam Court  Dallam Lane
Warrington, Cheshire WA2 7LT
England

European Contact: European Regulatory Manager
Welch Allyn Ltd.
28 Sandyford Office Park
Foxrock, Dublin 18
Ireland

The CE mark on the product indicates that the system has been tested to and
conforms with the provisions noted within the 89/336/EEC Electromagnetic
Compatibility Directive and the 73/23/EEC Low Voltage Directive.

Welch Allyn shall not be liable for use of our product with equipment 
(i.e., power supplies, personal computers, etc.) that is not CE marked and
does not comply with the Low Voltage Directive.

Disclaimer
Welch Allyn reserves the right to make changes in specifications and
other information contained in this document without prior notice, and
the reader should in all cases consult Welch Allyn to determine whether
any such changes have been made.  The information in this publication
does not represent a commitment on the part of Welch Allyn.

Welch Allyn shall not be liable for technical or editorial errors or
omissions contained herein; nor for incidental or consequential
damages resulting from the furnishing, performance, or use of this
material.

This document contains proprietary information which is protected by
copyright.  All rights are reserved.  No part of this document may be
photocopied, reproduced, or translated into another language without the
prior written consent of Welch Allyn, Incorporated.



Limited Warranty

LIMITED WARRANTY

Welch Allyn, Inc., hereby warrants its products to be functional and free
from manufacturing defects at the time of delivery.  Welch Allyn, Inc.
further warrants that it will replace or repair, at its option, any unit that
fails to perform according to Welch Allyn’s published specifications
during a period of two (2) years from the time of shipment by Welch
Allyn, Inc. to the user at the time it is purchased from any of Welch Allyn
Inc.’s Authorized Distributors.  Any attempt on the part of the user to
disassemble or service the equipment shall void the warranty.

The warranty does not apply to product which have been damaged by
improper handling, shipping, or misuse.  The warranty does not apply, if,
in the sole opinion of Welch Allyn, Inc., the unit has been damaged by
accident, misuse, neglect, improper shipping and handling.  Since the unit
is sensitive to static, the responsibility to protect it from static damage is
solely that of the user.  The warranty is valid only if the unit or scanner
has not been tampered with or serviced by any party unauthorized by
Welch Allyn, Inc. as a repair facility.

THE WARRANTIES SET FORTH HEREIN ARE IN LIEU OF ANY
AND ALL OTHER WARRANTIES EXPRESSED OR IMPLIED
INCLUDING THE WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PURPOSE.  THE BUYER
ACKNOWLEDGES THAT NO OTHER REPRESENTATIONS WERE
MADE OR RELIED UPON WITH RESPECT TO THE QUALITY
AND FUNCTION OF THE BOARD AND SCANNER HEREIN SOLD.

In no event shall Welch Allyn, Inc. or its resellers be liable for any loss,
inconvenience or damage whether direct, incidental, consequential or
otherwise, and whether caused by negligence or other fault resulting from
the breach of any express warranty except as set forth herein.  Some
states do not allow the exclusion or limitation of incidental or
consequential damages, so the above limitations or exclusions may not
apply to you.

This warranty gives you specific legal rights and you may also have other
rights which vary from state to state or country to country.
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1INTRODUCTION TO THE 
SCANTEAM 8300/8310 CHECK READER

Chapter 1 - Introduction to the SCANTEAM 8300 Check
Reader

1.1 Introduction
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Note: Most information for the check reading functions of the SCANTEAM
8300 are also applicable to the SCANTEAM 8310.  The SCANTEAM
8310 only reads MICR data from checks, and provides no additional
MSR, auxiliary or scanner ports.  For detailed information specific to
the SCANTEAM 8310, please see Appendix A.



1–2 Introduction

1.2 Operational Example
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2PHYSICAL DESCRIPTION,
ILLUSTRATIONS, AND OPERATION
Chapter 2 - Physical Description, Illustrations and
Operation

2.1 Chapter Description
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Note: Please refer to Appendix A for Physical Specifications and Set-up of
the SCANTEAM 8310.  All other information in this chapter is
applicable to both the SCANTEAM 8300 and the SCANTEAM 8310.

2.2 Physical Specifications
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2.3 SCANTEAM 8300 Product Illustrations

0.20”  Gap
(5.08 mm)

7-Segment 
Status Display

Integrated Magnetic 
Stripe Card Reader

Figure 1  SCANTEAM 8300
(Shown with Optional Integrated MSR)
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Integrated
 Magnetic Stripe

Card Reader

3-Track 
Magnetic  Stripe 
Card Reader Port

Host 
Interface

Port

External
Power
Pack

Connector

Scanner Port

Figure 2  Rear View of the SCANTEAM 8300
(Shown with Optional Integrated MSR and Scanner Port)
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RS-232 Port: Aux 1

RS-232 Port: Aux 2

Wall Mount Keyholes

Figure 3  Bottom View of the SCANTEAM 8300
(Shown with Optional Integrated MSR and Second Auxiliary Port)
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2.4 SCANTEAM 8300/8310 Set-up and Installation

2.4.1 Unpacking the Check Reader
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2.5 Set-up

Caution: The SCANTEAM 8300 contains static sensitive components.
Precautions must be taken to eliminate potential static
discharge to any printed circuit board.

Note: SCANTEAM 8300 Power Architecture:
The SCANTEAM 8300 is shipped from the factory with an internal
jumper set to allow the check reader to operate from power supplied
by a host device through the DB-15 host interface connector.  Refer
to section 2.5.2 on page 2–9 if you plan to operate the SCANTEAM
8300 using external power supplied by a wall or desk mount power
pack.

Note: Scanner Port Power:
The optional bar code scanner port on the SCANTEAM 8300 and
the Auxiliary RS-232 ports are configured to support +5 volt DC bar
code scanning and peripheral devices unless you have specifically
ordered a custom SCANTEAM 8300 product configuration.  Contact
your Welch Allyn Sales Coordinator if you require the SCANTEAM
8300 to support bar code scanning and peripheral devices which
require a supply voltage other than +5 VDC.

2.5.1 Host-Powered Installations
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Installation Instructions
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Note: For IBM 468X/469X installations, steps (5) and (6) below are
replaced by the following procedure:

Attach the end of the SCANTEAM 8300 interface cable containing
the modular “SDL” connector into the appropriate physical connector
on the rear panel of the host IBM POS device.
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Note: If you have ordered the SCANTEAM 8300 check reader with the
integrated magnetic stripe card reader option installed, the output
cable from the integrated MSR will be attached to the MSR port on
the SCANTEAM 8300 rear panel at the factory.
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Caution: Do not try to enter data until the host terminal has fully
initialized.
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2.5.2 Externally-Powered Installations

Usage Restrictions
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Note: The SCANTEAM 8300’s factory default jumper setting is for host
power.

Note: Use of an external power pack without the use of the proper EP
cable, or without the SCANTEAM 8300 jumper set to the EP
position, may damage your host device.

Set-up Procedure for External Power
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Note: Before disassembling the SCANTEAM 8300 you must disconnect all
power and host terminal connections to the reader to prevent
possible damage to the SCANTEAM 8300 or host terminal.  In
addition, you should ground yourself (e.g., wear a groundstrap) to
prevent any electrostatic discharge to the SCANTEAM 8300.

�� $��� ������ �� ��� ����� G"����� ����� ������ ��� ���� �� ���
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Press gently at this point to release tabs.  
Slide hood away from unit.

1

Figure 4 Disassembly of the SCANTEAM 8300
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Figure 5 SCANTEAM 8300 Power Jumper Placement



2–12 Physical Description, Illustrations & Operation

JP2 JP4 JP3

JP2, JP4 and JP3 3-pin headers:
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Main Power Aux 2 Aux 1

Figure 6  SCANTEAM 8300 PC Board

Note: Please see page 2–13 for optional power jumper placements.

Note: This PC board complies with European CE standards, and is
contained in SCANTEAM 8300 products which are marked “CE” on
the bottom product label.  Please contact Welch Allyn technical
support for details concerning jumper position and placement for
products which do not contain the CE mark.
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One Aux port: Two Aux ports:

Default
configuration.  
When the
SCANTEAM 8300
is host-powered;
5V to Aux 1.

Input power is 12 V
from host or 9V
from external;  8.5V
to Aux 1.

Input power is 12 V
from host or 9V
from external;  5V to
Aux 1.

Default configuration.  
When the SCANTEAM
8300 is host-powered; 5V
to Aux 1 and Aux 2.

Input power is 12 V from
host or 9V from external;
5V to Aux 1 and Aux 2.

Input power is 12 V from
host or 9V from external;
8.5V to Aux 1 and Aux 2.

Input power is 12 V from
host or 9V from external;
8.5V to Aux 1, 5V to Aux 2.

Input power is 12 V from
host or 9V from external;
5V to Aux 1, 8.5V to Aux 2.
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JP4

JP3

JP2

JP4

JP3

JP2

JP4

JP3

JP2

JP4

JP3

JP2

JP4

JP3

JP2

JP4

JP3

Figure 7 Optional Power Jumper Placement for the 
SCANTEAM 8300 PC Board

3��� ��� �� -���� ��� !��� �����$"��� ��� ��

�,�������./������� ������������ ��� ��� �������	H
��� ��

�������!��� ��� ����������� ������"� ���� ��� (�����������

(����"������ !����'

Installation Instructions

*�+ �"�� ��� ��� ����� ��� ��� ���� ������ �� ����� ��� 
���

���� !� ���������'

*0+ 6����� ��� ��������� ��!�� ��� �����. ��� ���� �"�!��'

*��!�� ���� �"�!��� ��� �������� �� ��� ?���� ���.�

(�������� ����"��� ?��� ������ *(�?�+ (����������!��

	����, ���"����'+

*�+ ������ ��� �������	 
��� ��������� ��!�� �� ��� ����

��������'



2–14 Physical Description, Illustrations & Operation

*8+ ��"$ ��� �;/��� ���� ��������� �� ��� ��������� ��!�� ����

��� �;/��� ������ ��������� ������� �� ��� !��� ����� �� ���


���' ���"�� ��� ��!�� �� ��� �������	 
��� "���$ ���

��"����$ ������ ����"��� �� ��� ��������� ��!��'

*;+ �������� ��� 
��� �� ���� ��� ��!��� �"� �����. ��� �������.'

(� ������� ��� 
��� ��� !� ���"��� �� ��� ���� "���$ ���

���� ������ ����� ������ ���� ��� ��. ����� ������ ���� ���

!����� �� ��� �������	 
���' *� ���� ��"����$ !������

���������$ �� �� ��"���"� ����� ���� ��� ���� ������ ��� �

������ ��������$ ��� �� ������!�� ���� ?���� ���.� "����

���� �"�!�� %
���?�66'&+

Caution: You must keep the SCANTEAM 8300/8310 away from sources of
EMI/EMC radiation, such as power supplies.

Note: You can program the 8300/8310 to detect magnetic interference.
Refer to the 8300 and 8310 Programming Menus, under Output
Parameters, Magnetic Sniffer.

*=+ (� .�" ���� ������� ��� !�� ���� ������� ���� ������ ��"$

��� �������$ ������ *������ � ��: ������� �����$ !���

����� �� ���� ���� ����+ ���� ��� 7/��� ���� �2"��#� :

��������� �� ��� �������	 
��� ���� �����' ���

�������$ ������ ��!�� ������ ���� ����� ���� �������. ������

�� ��� ��������� ����'

*<+ (� .�" ��� "���$ �� �,������ ��6 �"��"� ��$����� ������

���� ������ *�"�� �� � ?���� ���.� �������	 =7��C

������ ����"��+ ��"$ ��� ������ ���� ��� 
/��� ���"���

��������� �� ��� �������	 
��� ���� �����'

Note: If you have ordered the SCANTEAM 8300 check reader with the
integrated magnetic stripe card reader option installed, the output
cable from the integrated MSR will be attached to the MSR port on
the SCANTEAM 8300 rear panel at the factory.
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Caution: Do not try to enter data until the host terminal has fully
initialized.
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2.6 Check Reading Procedure
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(� 1�$"�� = ������ ���� ��� ����� !���$ ������� ���� ��� �����

������ ��� ��� 	(�) ���������� �������� �� ���. ������ �� ���

��� 	
���� ��� ����$ ��� ����� ���� 	��� �� ���

�����' *� $�������� �������������� �� ��� ������ ����������� ��

���"������� �� ��� �������	 
���
��� ���"���� ���. ��!��'+

Figure 8  Feeding a MICR Document into the SCANTEAM
8300/8310

3��� .�" ���� ������� ��� ����� ���� ��� �������	


���
��� ����� ������ ��� �������� ����� ������� ������ ���

�������� �� ��� ����� ��� �"�� �� ��� ������#�� ���������' ��

���� �� ��� ����� ������ !�$��� �� ���� ��� ����� ���� ��� "��� 

������� ��� �����' 1���"�� �� ������� ��� ����� ���� ������ ���

����� �� ��� ����� ����"$� ��� ����� ������ �����!�. ���"����$

�� � �������'
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Note: ����� ��. �����/"� �.��� ��� �������	 
��� "����#��
������. ��� �����$� 	(�) ������$ ���������� �"���$ ���
����� 	(�) ���� �������' (� ����� �����$� ���������� �� ���
���"�� �� � $��� ���� ��� �������	 
��� ������.� � %�&
�� ��� 6�: ����"� ������. ��� ��G"��� ��� 	(�) ������$
���������� !���� �� ��� ���� ����� �"���$ ���� ����� ����'
����� ���� ������� ����!������ ������� ��� �"!��2"��� 	(�)
������$� ���� ������� �������.'
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3HARDWARE INTERFACE DESCRIPTION

Chapter 3 - Hardware Interface Description

3.1 Chapter Description

���� ������� ������!��4

• E������� �������������� �� ��� �������	 
��� �����4

B ��� :-/�;1 E��� ���� ���������

B ��� �",�����. )�/0�0 ����

B ��� 	�$����� ������ ���� )����� ����

B ��� -�� ���� ������� ����

• �������	 
���
��� ��������$ ����� ��2"��������

Note: Please refer to Appendix A for the Hardware Interface Description
for the SCANTEAM 8310.  The Operating Power Requirements
(page 3–8) are applicable to both the SCANTEAM 8300 and the
SCANTEAM 8310.

3.2 DB-15F Host Port Connector

��� ������ �; ��� �"!/������"�� : ���� ���� ��������� ��$����

��� "��2"� ��� ���� ������� �� ��� ����"�� *�������	 
���/� 

/0 /� ��� /8+' ��� ����"� �� ��� :-/�;1 ���� ���� ��������� ��

������!�� �� ��� ��������$ ��!��� ��� ���� �������	 
���

����"�� �����$"������'
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3.2.1 Model 8300-1:  DB-15 Pin Assignment

Pin # Signal

1 Logic ground

2

3

4

5

6

7

8

9

10

11

12

13

14

15

VCC (+ 5V)

D6 (OCR)

D4 (OCR)

Keyboard wedge data (Input)/EOT (OCR)

Keyboard wedge Clk (Input)/Edit Check (OCR)

RDATA (OCIA)

Data ready (OCR)/5B RX/TX

Vin (+ 12V)

Bootstrap

D5 (OCR)

D3 (OCR)

Keyboard wedge term data (Output)/D2 (OCR)

Keyboard wedge term Clk (Output)/D1 (OCR)/CLKIDATA (OCIA)

User Ready (OCR)/5B RX/TX

Note: An external power supply may be required for certain interfaces.  
See Operating Power Requirements on page 3–8.
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3.2.2 Model 8300-2:  DB-15 Pin Assignment

Pin # Signal

1 Logic ground

2

3

4

5

6

7

8

9

10

11

12

13

14

15

VCC (+ 5V)

D6 (OCR)

D4 (OCR)

Keyboard wedge data (Input)/EOT (OCR)

Keyboard wedge Clk (Input)/Edit Check (OCR)

RDATA (OCIA)

Data ready (OCR)

Vin (+ 12V)

Bootstrap

D5 (OCR)

D3 (OCR)

Keyboard wedge term data (Output)/D2 (OCR)

Keyboard wedge term Clk (Output)/D1 (OCR)/CLKIDATA (OCIA)

User Ready (OCR)

Note: An external power supply may be required for certain interfaces.  
See Operating Power Requirements on page 3–8.
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3.2.3 Model 8300-4:  DB-15 Pin Assignment

Pin # Signal

1 Logic ground

2

3

4

5

6

7

8

9

10

11

12

13

14

15

VCC (+ 5V)

RXD input (RS-232)

CTS input (RS-232)

Keyboard wedge data (Input)

Keyboard wedge Clk (Input)

RDATA (OCIA)

Data ready (OCR)/5B RX/TX

Vin (+ 12V)

Bootstrap

TXD output (RS-232)

RTS output (RS-232)

Keyboard wedge term data (Output)

Keyboard wedge term Clk (Output)/D1 (OCIA)

5B RX/TX

Note: An external power supply may be required for certain interfaces.  
See Operating Power Requirements on page 3–8.
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3.3 Auxiliary RS-232 Ports

Note: The base level SCANTEAM 8300 is supplied with a single RS-232
Aux port.  A second RS-232 port is available only as a factory
installed option.

��� ����"�� ��� ��� ��������� � ����"$� = �� ��� )F/�� ���"���

���������� ��� ��� ���� ��� !��� ����� ��� ��� �� �������4

Pin # Function

1 Ground

2

3

4

5

6

Transmit data TXD output

Receive data RXD input

RTS (output from 8300)

CTS (input to 8300)

DC power out; +5V or + 12V
(Factory default is +5V.  See Notes below)

����� ��������� ��� ���� ����� �� ��� �  !

� I�0 9:� �� ������!�� �� �", ���� ��� = ���. !. �������

������. ����� �� � ��, ��$�� ���� �"�!���� ������� �� ���

�������	 
���'

� ��� ����� �"������ �� �", ���� ��� >= �� ��������� ��� !���

�", ���� ����������' ���� �� �� I�0 9:� �", ���� �����

�� ������� I�0 9:� ���� !� ������� �� ��� = �� !��� �", �

��� �", 0 ����������'

� I�0 9:� �� ���. ������!�� �� ��� �", ���� ��� >= �� ���

���� ������ ��������� �� ��� �������	 
���D� :-/�;

���� ���� �"������ I�0 9:� �� ��� :-/�; ���� ���������

��� 7'



Hardware Interface Description3–6

3.4 Magnetic Stripe Card Reader Port

��� �������	 
��� �"������ ��� ���������� �� ��$�����

������ ������� ����!�� �� �"��"����$ �.�������"� ��6 ��$����

*����� ��� ����+ �� ������ � 0 ��� �' ��� "��� ��� ������ ��.

���!������� �� ��� ��� �� ����� ������ ���"������"��. 

�"�������$ !�/����������� ���� ������'

Pin # Function

1 Ground

2

3

4

5

6

Mag Clk 3

VCC (+ 5V)

Mag Clk 2

Mag Data 2

Mag Data 3

Connector Type:

Connector Pinouts:

7

8

Mag Data 1

Mag Clk 1

RJ-45 8 pin modular (ST2000 compatible)

3.5 Bar Code Scanner Port

�� �������� ��������� ��������� *� ������. ��������� ������+

��������� �� ��� ���� ����� �� ��� �������	 
��� �"������ ���

���������� �� � I ; ���� ���/������� �"��"� �������' ���

�������	 
��� �� �������!�� ���� ��� ?���� ���.� ������� ���

���/������� !�� ���� �������� ����"���$ !�� ���� �������

����� ������ ��:� ��� ����� �������' ����"�� .�"� ?����

���.� ����� ����������� ��� �������� ����� �"�!��� ��

�������!�� ��������'
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��� ���� ������� ����"�� !���� �� ��� �������	 
���

�������� �� �������� ����"�� ��.�"� ���� ������ ��� �����

�"������ �� ��� ���� ���� :-/�; ��� 7 *�.������. I�0 9:�+ �� !�

�"������ �� ��� :-/7 ������� ����' ������� .�"� ?���� ���.�

����� ����������� �� .�"� ����������� ��2"���� I�0 9:� �"������

�� ��� 
��� ������� ����'

Note: The scanner port is NOT a field upgradeable option.

Scanner Port Connector

Pin # Function

1 NC

2

3

4

5

6

TTL input signal (data in)

Good read (output)

+5V (VCC)

Trigger (input)

Enable (output)

Connector Type:

Connector Pinouts:

7

8

Ground

Shield

Panel mount 9 pin squeeze “D” female
receptacle contact

9 + 5V (VCC)

Note: Pin 4 is connected to +5 VDC  through a zero ohm resistor.  This
resistor is always populated unless specified differently at time of
order.  No +12V devices are supported in the standard product
configuration.
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3.6 SCANTEAM 8300/8310 
Operating Power Requirements

Operation from a Host-Supplied Source of DC Power
(+5 or +8 to +12 VDC)

��� �������	 
���
��� ����� )����� ����� �����,������.

0;� ��������� �� ���� ��� ;�� ��������� �"���$ �����

���������' ��. �������� ���������� ������� ���� ����� ��������$

����� ���� ��� �������	 
���
��� ���������� ��� �"�� !�

���������� �� �� ���������� �"����� ���� �!��� ��� �������	


���
���D� ��2"��������' (� ��� ���� ������ ������ �"���. ���

��������$ �"����� ��2"�������� ������ ��� ������� �����$�

��������� ���$� �� �,������ ����� ���� �"�� !� "��� �� �����

��� �������	 
���
��� ��� ��� ���������� �������'

Operation from a Host-Supplied +5 Volts DC Power Source

��� �������	 
���
��� ��� � ����� ������� ����"�� �����

�������� ��� I; 9:� ���� ��� ��"�� ���� ��� ��������������

���� �����$� ����� !���� I8'; 9:�' ����� �����$ ����

������������� ��� �����$� ����� ����"$� ��� ��������� ��� ��!��

�.����� ��� �������	 
���
��� �"�� !� �������� ����

I; 9:� � ��J �� ��� :-/�; ��������� ��� �� ����� ��

$"������� �����!�� ����"�� ���������'

Operation from an External Power Pack

?��� ��� �������	 
���
��� �� ������� !. � ?���� ���.�

�,������ :� ����� ���� �� ���� ���� � �����"� �� ;��

��������� �� I; 9:� ����� ������!�� �� ����� ��� ����������

������� �������� �� ��' ��� �,������ ����� ����� ���� !. ?����

���.� ������� �� "���$"����� I 7 ����� :� ���� �����,������.

���� ��������� �"����� �������.'

Note: When the SCANTEAM 8300/8310 is operated from an external
power pack in conjunction with a host interface which typically
supplies power (such as an IBM 46XX or PC wedge interface), the
SCANTEAM 8300/8310 must be attached to the host device using
an external power (EP) type cable, or the SCANTEAM 8300/8310
PC Board must be configured to operate from an external power
source.  (See section 2.5.2 on page 2–9 for configuration
instructions.)  See the Welch Allyn IPWC Cable Matrix for a listing of
SCANTEAM 8300/8310 host interface cables.
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��� ����� ����� ����� ��� �"������. ������� !. ?���� ���.� ���

��� �������	 
���
��� ��� ������ !����4

Part #

PS120/9V

Primary
Voltage Style AC Power Plug Type

120V/60hz Wall Mount North American 2 blade conductor

3.6.1 Keyboard Wedge Applications

?��� ��� �������	 
���
��� �"������� �� � ��.!����

���$� ��� ����� �� "�"���. �"������ !. ��� ���� ������ ����"$�

��� ��.!���� ��������� ���������' ������ �����. ���� ��� �.����

��� �� ���2"��� ����� �"���. �� ������� ��� �������	


���
��� ����� ���. ����. �� �.����� ���� �� �,���� �����

�������. �� �"����� ��� ���������� �� ���������� ������� �"�� ��

��� �������	 
���
���'

��� �������	 
���
��� �"�� !� �������� ���� �� �,������

����� ���� �� ��� ���� ������ ���� ��� ���� ���2"��� �����

�������. �� �"����� ��� �������	 
���
���'

3.6.2 RS-232 Output Configurations

1�� ���� ������ )�/0�0 ��������� ������������� ��� �������	


���
��� ����� ��� �����$� :� ����� ���� � I7 ���� :� �����

����' ���� ���� �.����� ��. ���� � ��"��� �� I; ���� :�

������!�� �.������. �� ��� 7 �� � :-/7 ���������' 1�� �����

�.����� ���"�� ��� ����� �� ������ ��� �������	


���
���D� I; ���� :� ���"� ����� �������������� ��� ���

������ ���� ��������� ��!�� ���� ����"����� �"���.��$ ����

����� ��� !��� �������� ���� ��� ?���� ���.� (�?� ��!��

	����,'
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3.6.3 Power Requirements for IBM 468X/469X 
POS/ECR Direct Connect

��� �������	 
���
��� ����� ��� ��� ����� ���� ��� (-	

�3� ���� �����$"��� ��� ���� �����������' ����� ��������� �����

�� ��� (-	 �3� ����� I; �� I�0 ����� ��� ��������� ���������

�.���� �� ��� �������	 
���
��� �� ����$��� �� ������ ���

������� ��� ������ ���� ������ �����$� �"������ ����"$� ��� (-	

�3� ��!��'

3.6.4 Power Requirements for OCR Direct Connect

��� �������	 
���
��� ��� !� �����$"��� �� ���� ��� ���

����� ���� �� (-	 �� 1"G���" �3� ������ ���� �����$"��� ���

����� ���� ����������' 1���� �,�������� ��� ����� ���� ����

1"G���" �.����� �� ��� ���� ���2"��� I; ���� :� ����� ��

�"���. ��� ����� ������ ��2"��������' 1�� ����� 1"G���"

�.����� �� �,������ ����� ���� ��� �� �,������ ����� *��+ �.��

���� ��������� ��!�� ��� ��2"����'

3.6.5 Wand Emulation Applications

?��� ��� �������	 
���
��� �� ��������� ���� ����

��"������ ���� ����"��������� .�" ��. ������ �� ���� ���

�������� �"���. ����� ����"$� ��� ���� ���� ���������

���������' :�������$ �� ��� ����� �������. �� ��� ���� ������ 

�� �,������ ����� ���� ��. !� ��2"���� ��� ���� ���������

�����$"������'
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4SOFTWARE OPERATION

Chapter 4 - Software Operation

4.1 Chapter Description

���� ������� ������!��4

• ��� �������	 
��� E��� ���� ����������

• ������ )�/0�0 �",�����. ���� �"����������.

• ����"��������� ���������

• ��� 	�$����� ������ ���� )����� ���������

• -�� ���� ������� �.�!���$.

• :�����.��$ ��� �������� ���� �"�!�� ��� �������� �����

Note: Please refer to Appendix A for Software Operation information for
the SCANTEAM 8310.

4.2 Host Port Interface Compatibility

��� �������	 
��� �� ����$��� ���"�� � ���$�� �������

����"�� !���� ����� ��. !� ���"����� ���� �����"� ���������

�����$"������� �� ����� �� �"����� ����"�� ����������'

����� ��� ����� !���� ����"�� �����$"������� ���� �� ����� ��

�������!�� ���� �"������ ���� �������' ��� �������� ����

���������� �"������� !. ���� �� ��� �������� �������� �� ���

�������	 
��� ��� ����� �� ��� ��������$ ��!���' *(� .�"�

���� ��������� �����$"������ �� ��� ����� ������ ������� .�"�

?���� ���.� ����� ����������� �� ��2"��� �!�"� � �"����

�������	 
��� ����"��'+
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4.2.1 SCANTEAM 8300-1
IBM 468X/469X and Retail Configuration

IBM 4683/4 & IBM 4693/4 Interface:

��.����� ���������� �� ���� ;� ;- 7� 7- 7� �� �<'

6�$���� 3��������4

-�� ���� *���. � ��

��������� �� � ����+4 6�$���� ������� 8- �� 8�' ' ' ' ' '

*���� �<+

	�)4 6�$���� ������� 8<' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��A�� ������ ����4 6�$���� ������� =8 =; =
 �� =7' ' ' ' '

*��� ���.+

	(�)4 �.������. ���� �� !�� ���� ����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

*�� �!���+

�����4 �� �,������ ����� ���� �� ��2"����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��� (-	 8=
C8=7C ������ �������

����"���������' *������ I; 9:�

��

I �0 9:� �� �"������ �� ���

�������	 
���/� ����"$� ���

����"�������� ��!��+'

Note: The check reader device can respond to a total of three logical
addresses at the same time.  They are: (4B or 4A), 47, and (64 or
65) or (68 or 69).

Additional Host Interfaces Supported:

��) 3�(� *����� ��� ���$ ������+

(-	1"G���" 3�)

Keyboard Wedge Interfaces:

��) <�;0

�� �� K ��0
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4.2.2 SCANTEAM 8300-2 Retail (Non-IBM) and Commercial

)����� ��� ���������� �������� �����$"������� �"����� ���

��������$ ����������4

Direct Connect Interfaces:

��) 3�(� *����� ��� ���$ ������+

(-	1"G���" 3�)

Keyboard Wedge Interfaces:

�� ��C���0

��) <�;0 ��) 0�;0

(-	 �=
�

(-	 �8<� �8<0 �8<= �8<< ��;� ��=� ��=0 ��=� ��<7 

��
� ��7� ��70 ��7= ��7<

E����� E�
� �7�

?A�� �� =� 
;�
; �0� �;� �=� �0; �<�

Note: Depending on the interface an external power pack may be required.

4.2.3 SCANTEAM 8300-4
Retail:  Series RS-232 (PC-POS) and IBM 468X/469X

��� 
���/8 �� �������!�� ���� ��� (-	 8=
�8 (-	 8=7�8 

)�/0�0 ���������� ��� ������� ����� ������ ����������' *������

��������� ��� ?���� ���.� (�?� (����������!�� 	����, ��� �

�������� ���� �� �"����� ����������'+

IBM 4683/4 & IBM 4693/4 Interface:

��.����� ���������� �� ���� ;� ;- 7� 7- 7� �� �<'

6�$���� 3��������4

-�� ���� *���. � ��

��������� �� � ����+4 6�$���� ������� 8- �� 8�' ' ' ' ' '

*���� �<+

	�)4 6�$���� ������� 8<' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��A�� ������ ����4 6�$���� ������� =8 =; =
 �� =7' ' ' ' '

*��� ���.+
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	(�)4 �.������. ���� �� !�� ���� ����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

*�� �!���+

�����4 �� �,������ ����� ���� �� ��2"����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��� (-	 8=
� ������ �������

����"���������' *������ I; 9:�

�� I �0 9:� �� �"������ �� ���

�������	 
���/� ����"$� ���

����"�������� ��!��+'

Note: The check reader device can respond to a total of three logical
addresses at the same time.  They are: (4B or 4A), 47, and (64 or
65) or (68 or 69).

Additional Host Interfaces Supported:

��"� )�/0�0 ������ ����"��������� *�� ���� ���� �������!��+

��) 3�(� *����� ��� ���$ ������+

�� �,������ ����� ���� �� ��2"���� ��� ��� ��"� )�/0�0 ���������

Keyboard Wedge Interfaces:

��) <�;0

�� �� K ��0
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4.2.4 RS-232 Host Communication Parameters:

-�"� ���� ����� ��� ���� !��� ��� �����. ��� ���$�����!��

���������� ��� ��� ���� ������ )�/0�0 ���������' )���� �� ���

�������	 
��� ���$������$ 	��" ��� �����"������ �� ���

�� �����. ��� ���������� ���� ��� ����"�� ������$� ������ �� ���

��������$ ��!��'

������ )�/0�0 E��� ����"�������� :���"�� ����������4

-�"� )���4 7=�� !��' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��������� ��#�4 < !���' ' ' ' ' ' ' ' ' '

����� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' '

���� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

�����. 4 ����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��$��� 6����4 ��"� )�/0�0 *I/ 
9:�+' ' ' ' ' ' ' ' ' ' ' ' '

3���� !�"� ���� ������� ���4 ��� =�� �0�� 08�� 8
�� 7=�� 

�7'0@ �
'8@' 3���� �����. ������� ���4 3�� 	��� ����� ���

����'

4.3 Serial RS-232 Aux Port Functionality

��� �", ����� ��� �"������,�� ��� � ���$�� ������ ������� �� ���

�������	 
���D� ���������������' ��� �", ����� ��� ������

��� �������� !. �������$ ��� )�� ���� �� ��� ����' ?��� )�� ��

�������� ��� �", � �� �", 0 ��� ��� ���� ���� �� �������� ��� ���

������ ��������� �� ��� ���� ��� ���� ��� ����' 3� �����/"� ���

"��� ���!��� �", � �� ���� ��� �������� ���� ��� �������	


���'

��� �������	 
��� �"���� ���"������"��. ������� ���� ����

�� �", ���� � ��� �", ���� 0' :��� ���� �"�� !� "���� ���

������� �� ��� �������	 
��� "���$ )�� ��� ���' ?��� ���

�������	 
��� �� �����$"��� ��� ������ )�/0�0 ���� ����

����"��������� ��� ���� ���� ������ ���� ���� �� ��� 
���

����� ���� �� !���$ �������� ���� ��� �", �����' ���

�������	 
��� "��� ��� ���� ���� ��� �"��"� ���� �� ��������

�� ��� ���� ������ ���� ��� �������	 
��� �� !"�. ��� ������

������ ���� ����"���������'
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RS-232 Aux Port Communication Parameters:

-�"� ���� �����. ��� ��� �"�!�� �� ����� ��� ���� !��� ���

���������� ����� ��. !� ������������. ���$������ ��� ����

�", ����' )���� �� ��� �������	 
��� ���$������$ 	��"

��� �����"������ �� ��� �� �����. ��� ���������� ���� ���

����"�� ������$� ������ !����'

)�/0�0 �", ���� :���"�� ����������4

-�"� )���4 7=�� !��' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��������� ��#�4 < !���' ' ' ' ' ' ' ' ' '

����� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' '

���� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

�����.4 ����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��$��� 6����4 ��"� )�/0�0 *I/ 
 9:�+' ' ' ' ' ' ' ' ' ' ' ' '

3���� !�"� ���� ������� ���4 ��� =�� �0�� 08�� 8
�� 7=�� 

�7'0� ��� �
'8@' 3���� �����. ������� ���4 3�� 	��� ����� 

��� ����'

4.4 Communication Protocols

����� ��� ���� ������� ������!�� �� ��� �������	 
���

���$������$ 	��" ��� ��� �������	 
���D� 	��� ����

��������4

��� �� )�����

=��� �����"�

����#� ��� ��������

L��� F�' ��������

E��� ������� ��������'

����� ���������� ��� �������� �� ��� ��������$ ��$��'
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��� �������	 
��� �������� "� �� ����� )�/0�0 ���"��"��"�

�����' ��� �����$"������ �� ��� �������	 
��� ���� ��� ����

)�/0�0 ��������� ����� �� ��� �������	 
���/80CC �����

�"������ ��� �",�����. )�/0�0 ����� *��� = ��� ���"���

����������+ ��� ��� ���� )�/0�0 ���� *�; ��� : ���������+'

���� ���� �������� ��� ��������$ ��$����4

�C *�"��"� ���� 
���+

)C *���"� �� 
���+

)�� *�"��"� ���� 
���+

��� *���"� �� 
���+

M��"��

I;'� 9:�

4.4.1 End of Record and 60ms Timeout

��� ��������$ ������!�� ��� ��� ����� ����� �� ��� �������	


��� ������� "���$ ��� �� )����� �� =��� �����"� ���������

���� �� )�/0�0 ��������' *������ ����� �� ��� ��������

��������� ��� 	��� ���� �����$"������ �������� �� ��� 
���

���$������$ 	��" �� ���$��� ��� �������	 
��� ��� ��

)�/0�0 �������� ��� ��� �� )����� �� =��� �����"� ���������'+

��� ����� )�/0�0 ����� ��� ���������� !. � ������

����"��������� ������$ ������' � ������ )����� ��������

���� ������� �� "����#��' ��� ��� �� )����� ��� =��� �����"�

��������� ��� �� �������4

�+ ������ )�� �� �������� ���� �� ����� ���� ���"�'

!+ ?��� ;�� ��� ���� ���"� �� !� ����'

�+ (� �� ���� ����� �� �"���$ ���� ���� ��/������ )�� ������

��,� ���� ���� ���"�� �� ���� �+'

(� ���� ����� �� �"���$ ���� ���� ���� ��� ��� ��� �� ������'

Note: If you are using the End of Record protocol, the end of record is
indicated by the End Of Record character you programmed using
the 8300 Programming Menu.  If you are using the 60ms Timeout
protocol, the end of record is indicated by a 60 ms delay between
characters.
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:�/������ )�� ���� �� ���� �������� ���� ���"�� �� ���� �+'

:��� �����$�� �������� ���� ��� ���� �"�� ���� � �����,

*����"�� %�& �� %�&+ �� �������. ��� �����$� ����������� ��

������ �", � �� �", 0 �����������.' (� ��� �����, �� ���

������� ��� ���� �� �$�����'

Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer, and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer overflow.
This resets the data buffer, and all previous data for that record

 is lost.
� Parity and framing errors cause the SCANTEAM 8300 to 

error beep and to ignore the data record.
� Data sent to the SCANTEAM 8300 while the 8300 has RTS 

de-asserted will be lost.

4.4.2 Tranz� 330 Protocol

���� ������� ������!�� ��� ��� ���� ���� �� ��� �������	


��� �������� "���$ ��� ����# ��� ��������' *������ ����� �� ���

�������� ��������� ��� 	��� ���� �����$"������ �������� �� ���


��� ���$������$ 	��" �� ���$��� ��� �������	 
��� ���

��� ����# ��� �������� ��� ��� !�"� ���� ��� �����. �� ���

����# ���'+

��� ����# ��� �������� ��2"���� ��� �������	 
��� �� ����

���� ���� )�/0�0 ��������' (��"��"��"� �� ��� ���� ��� �",

����� �� ��� �������' ��� ��� �� � ���� ������ ���� ��� ����#

��� �� ����$��#�� !. "����#��$ ��� =��� ����. �����"�' ���

�������� �� �� �������4

�+ ��� �������	 
��� ����� ���� N��CO����N��CO6)�

����� 6)� �� ��� C3) �� ��� ���������� ����� ��� N��CO'

!+ ��� �,������ �������� �� ���� �� N��@O �� N��@O' (�

N��@O �� N��@O �� ��� �������� ������ 0'; ������� ���

���� �� ���"��� �� !� ��������' (� � N��@O �� �������� 

��� ���� �� ��/����' ����� ��� ����� N��@O ���

�������	 
��� $���� "� ��� ������ ��� ������ ��������$

����'
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Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer, and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer 
overflow.  This resets the data buffer, and all previous data 
for that record is lost.

� Parity and framing errors cause the SCANTEAM 8300 to 
ignore the data record.

4.4.3 Zon� Jr. Protocol

��� ���� ���� �� ��� �������	 
��� �������� �� ��� ��������$

������ ���� "���$ ��� L�� F�' ��������' *)���� �� ��� ��������

��������� ��� 	��� ���� �����$"������ �������� �� ��� 
���

���$������$ 	��" �� ���$��� ��� �������	 
��� ��� ���

L�� F�' �������� ��� !�"� ���� ��� �����. �� ��� L�� F�'+

��� L�� F�' �������� ��2"���� ��� �������	 
��� �� ���� ����

���� )�/0�0 ��������' (��"��"��"� �� ��� ���� ��� �", �����

�� ��� �������' ��� ��� �� � ���� ������ ���� ��� L�� F�' ��

����$��#�� !. "����#��$ ��� =��� ����. �����"�' ��� �������� ��

�� �������4

�+ ��� �������	 
��� ����� N��PO �� ���� ��� L�� F�'

���� �� ��� ����'

!+ ��� �������	 
��� ����� ��� N��CON�56O �����

����� �� ���� ���� ��� !� ����'

�+ ��� �������	 
��� ����� ���� N��CO����N��CO6)�

����� 6)� �� ��� C3) �� ��� ���������� ����� ��� N��CO'

*(� � 	(�) ���� ����� ���"���� ��� ���� ��"�� !� � ���$��

%Q& ���������'+

�+ ��� �,������ �������� �� ���� �� N��@O �� N��@O' (�

N��@O �� N��@O �� ��� �������� ������ 0'; ������� ���

���� �� ���"��� �� !� ��������' (� � N��@O �� �������� 

��� ���� �� ��/����' ����� ��� ����� N��@O ���

�������	 
��� $���� "� ��� ������ ��� ������ ��������$

����'
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Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer, and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer 
overflow.  This resets the data buffer, and all previous data 
for that record is lost.

� Parity and framing errors cause the SCANTEAM 8300 to 
ignore the data record.

4.4.4 Host Command Protocol

���� ������� ������!�� ��� ��������� �� ��� ���� ���� �� ���

�������	 
��� ���� "���$ E��� ������� �������� ���

���� ��� "��� ��� ���$������ ��� �������	 
��� ��� �

�������� ��������� �� )�/0�0 *;�+ "���$ ��� 
��� ���$������$

	��" ��� ������� ��� ��������� �� �", ����� � ��� 0'

��� E��� ������� �������� ��2"���� ���� ��� �������	


��� ��� ��� ���� ���� )�/0�0 ��������' (� ������ ���

�������	 
��� �� ������� ���� ����������� �"�� �� ��� ����

��� ��$���"�� ����"�� "���� ���� �� ��� �"����� �� )�����

���������' ���� �������� ��2"���� ���� ��� �������	 
���

���� ���� ��� !��� �", ����� ������� �� ��� ���� !�"� ����

*7=�� �� ����+' ��� �������	 
��� �������� �� �����.

������ !"� ������� ������ �� ��� ���� ���� ������ ����� ���

���������� ������� �� �� ��' ��� ��� �� � ���� ������ ���� � ����

�� ����$��#�� !. ���$������$ ��� �������	 
��� ���� ���

������ ��� =��� �����"� �� ��� ��� ��� �� )����� ���������

������' �� ���"�� ���� ����$���. ��� ���� ������ ���"��

��������� �� )����� ���������' ��� �������� �� �� �������4

�+ :��� �����$�� �������� ���� ��� ���� �"�� ���� � �����,

*����"�� %�& �� %�&+ �� �������. ��� �����$� ����������� ��

������ �", � �� �", 0 �����������.' ��� �����$�� ��������

���� ��� �", ����� ��� ���� �� ��� ����R �� �����,�� ���

��������.'

!+ 3��� ��� �����$� �� ���� �� ������ �", � �� �", 0 ���

�������	 
��� ���.� ������ ���� ���� ���� "���� �

�����$� �� �������� ���� ��� ���� ���� � �����, ���������$ �

��������� �", ���� �����������'
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�+ :��� �����$�� ���� ��� ���� ��� �������� !. ������$ ��

�,������ ������"�� ��� ���� ������$ ��� �������	 
���

���� ��� ���� ���� �� ������� ��� �����$�' :"���$ ���� ���� 

��. �����$�� !���$ ���� ���� ��� �", ����*�+ ���� !� ����'

�+ ?���� ��� �������	 
��� �� ������$ ���� �����$�� ��

��� ���� ��� 
��� ������"�� �� ���� ��� ���� ���� ���

����������� �", ����'

Notes: � Data records greater than 255 bytes cause a buffer 
overflow.  This resets the data buffer, and all previous data 
for that record is lost.

� The SCANTEAM  8300 does not look for any receive 
framing errors.

4.5 Magnetic Stripe Card Reader Interface

��� 	�) ���� �� ��� ���� ����� �� ��� �������	 
��� ��

�������!�� ���� ��� �������	 =7�� ������ �� ���$�� �"�� ���

������ ����� ��$����� ������ ������� �� ���� �� ��� ��������

����$����� �������	 
��� ��$����� ������ �������' (� ��

����$��� �� ������ ����� ��6 ����� ��$���� ��$���� ���� ��� 	�)'

�� ������ ��� 	�) ���� ��� ������������ �� ��� �������	


���D� ���� ������ ��� �������	 
��� 	�) ���� ����������

�"�� !� ���$������ "���$ 	(�) ���$������$ ������ �

���$��� ��������� �������� ���� � �� �� ���� ������ ��

����"$� ��� �������� ������� ���� "���$ ��� �������	 
���

���$������$ 	��"' ��� �������	 
��� 	�) ���� ������

!� ���$������ "���$ ��� ��$����� ������ ������'

��� �������	 
��� ��� ������ ��$ ������ �����������

��������� �� !��� ������ ����� ������ ��� ������������� �����

*�'$' �������� �,�����+ ����� ������� �� (�3 <
�� ����

��������� ��� ������ � 0 ����� �' ��� �������	 
��� ��.

!� �����$"��� �� ����� ��� �������� �� ��� ���� ��. ���!�������

�� ������ � 0 �� �' �������� �����"������ ��� ���$������$ ���

	�) ���� ��� ����"���� �� ��� �������	 
��� ���$������$

	��"'
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AAMVA Driver’s License Magnetic Stripe Decoding

��� ���� ��������� �� ������ � 0 ��� � �� �� ��	9�

*�������� ����������� �� 	���� 9������ ��������������+ ��

���������� ������D� ������� ��� !� ���� ��� ������� !. ���

�������	 
��� "���$ ��� �������� �������� ������� �� ����.

�������	 
���' �����"$� ��� ���� ������ �� ����� � �� �

������D� ������� ���� ��� ������� �� (�3 ���� ��������� ���

�������	 
��� ��� ��� ����!����. �� ������ ���� �����������'

Note: The AAMVA is developing a North American standard for driver’s
license magnetic stripe data.

4.6 Bar Code Scanner Symbology

��� �������� !�� ���� ������� ��������� �� ��� �������	


��� ������� ��� ��������$ !�� �����4

5�����

���� �0


���� �7

������� .�"� ?���� ���.� ����� ����������� �� .�" ����

���������� �.�!���$. �������$'

4.7 Displaying the Firmware Part Number 
and Revision Level

��� �������� ����� �� ��� �������� ��������$ �� ��� �������	


��� �� ��!����� �� ��� ���� �"�!�� ����$��� �� ���� ��������

�'$' �8��7CCC'

?������� ��� ������ �� ������� "� �� �� ��� �������� ��������

�,��"��� � �.���� ����� ��� �"����� �������� �������� ����� ��

������� �� ��� 6�: ������.' 1�"� ��$��� �����' ��� ����� �����

��$��� ������.�� ��� ��� �"����� �������� ����� �� ��� ��������'

��� ���� ��$�� ��������� ��� ����� �� ��� ������ *����� �� ��� �����

���� ����� �� ��$� ;B
+'
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4.7.1 PC Upload/Download Using Quick*Load

��� �������	 
��� �������� �����$�����!�� �����. ����

�������� ��� ��������$ �.���� ��� ��� 
���' ���� �����. �� �

�.�� �� )��� 3��. 	����. *)3	+ ������ ����� �����.' 1����

�����. ��� !� �������������. ������ ��� �����$������ ����

�.����� )�	 !"� ���� ��� ���� ��� �������� ���� ����� �� ����'

?��� ��� �������	 
��� �"�� !� "�$����� �� �������� ���

��������$ �.���� *��������+ �� ��������� ���� ����� �"�� !�

������ ���� ��� ����� �����.' ���� �� ���� "���$ � �������

�������� ����$��� �����������. ��� ���� �"�����' ��� ?���� ���.�

�������� ���� ������ P"���S6��� �� ����$��� �� ��������� ���

��������� "��� !. ��� ?���� ���.� ������!�� ������� �����$ ��

���. ��� "���� �� �������� ��� "����� �������� ��� �"�

���$������� �� �������	 ����"���' ������ ����� �� .�"�

P"���S6��� ���"�� ��� �"����� ����������� �!�"� "���$

P"���S6��� ���� .�"� �������	 
���'
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5–1MICR Data Processing

MICR DATA PROCESSING 5

Chapter 5 - MICR Data Processing

��� �������	 
���
��� "����#�� � ��2"������ ������� ��

�������. 	(�) ���������� �����. ��� ����$���. �� ���� ������

�$����� ���((�3 �������������� ��� �� �����"���� ��� 	(�)

���� �� � ������ �������!�� ���� ��� ������D� ���� ������

��2"��������' ��� ��������$ ������� ������!�� ����� �"�������'

Note: Please refer to Appendix A for Pre-Canned Format Error Code
Reporting for the SCANTEAM 8310.  All other information in this
chapter is applicable to both the SCANTEAM 8300 and the
SCANTEAM 8310.

5.1 MICR Character Recognition

��� �������	 
���
��� "��� � ����������. ��$���� ��$���

���������$ 	(�) ��������� ����$������ ������2"� ����� ��� ���

���$��� �� ��� �������� !�� ���� �������$ ��������$. "��� ��

?���� ���.�' ���� ������2"� ������ ?���� ���.� �� �!���� � ��$�

��������� ����$������ ���� ��� ��� �"!����"���� ����� ���� ��

%���� �����& 	(�) ���"�����'

5.2 MICR Line Data Parsing

��� �������	 
���
��� �������� � �������� ��$������

����� �������� 	(�) ���������� ���� ���� � ����� ���� ����$��

$��"�� �� ����� ���������� *������ ��� ����+ �� ��� ��������$

������4

� �",�����. 3�/5�

0 �,������ ���������$ ����

� )�"���$ *!��� ����������+

8 3�/5� *�������� ����"�� �"�!�� ���

����� ������ �"�!��+

; ���"��
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3��� ��� 	(�) ���� �� �"������"��. ������ ���� ����� ����

����������� ������ ��� ���� �� �"!/������$ ��� 3�/5� ����� ��

���������' ��� �������	 
���
��� 3�/5� ����� ������$

��$������ �� ����!�� �� ������$ ��� ��� 3�/5� ����� ������� �����

��� �� ������ "�� �� ����� �������� ������ !�����$ ����.'

5�����"�����. ��� ������� �� ��� 3�/5� ���� ����� �� � �����

*��� ����"�� �"�!�� ��� ����� ������ �"�!�� ��� �� ���� �����+ ��

��� ������� !. � !�����$ �� ���( �������� ��� ��� 	(�) ����

���� ������� ��. ������ �� �"�"�� ������ ����� ���

�������	 
���
��� ������ �������. �����'

��� �������	 
���
��� �������� � ����� ���$�����!��

	(�) �,������� ��!�� ����� ������ ��� "��� �� �������. �����

��� 	(�) ���� ������� ����� ��. !� ������� !. �"�"�� �����

���"���'

Note: “Raw MICR” refers to MICR data which is sent to the host system in
the same order in which it is read by the check reader.  The
SCANTEAM 8300/8310 supports raw MICR output.

5.2.1 MICR Format Exception Table

��� 	(�) 1����� �,������� ��!�� �� � ��������� ��!�� ��

�����. ����� ��. !� ������ ���� �����"������ �� ��������.

����� ���/������������ 	(�) �����'

���� �,������� ��!�� ��. !� "������ !. ��. ��� �� ��� ��������$

�������4

�' -. ������$ � ?���� ���.� �"���� ������� 	(�) ���"����

����"$� ��� ����� ������ ����� �������� ��� ������$

�����"������' *����� �"���� ���"����� ��. !� �!������

����"$� ��� ?���� ���.� ��������� �"����� M��"�'+

0' -. ����������$ ��� �"���� ������$ �����"������ �� ���

�������	 
��� ����"$� ��� �", ���� ���� � �� �� �����

)�/0�0 ������'

�' -. ����������$ ��� �"���� ������$ �����"������ �� ���

�������	 
���
��� ����"$� ��� ���� ����"��������

���� *���� ���� ���� ����+'
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8' -. ������$ ��� �����. �������� ���� ������� �������	


���
��� ����� ��� ������. !��� "������ �� ����"�� ���

��� �,������� ��!�� �����"������'

;' -. �������$ � !�� ���� ���� � �������	 
���
���

���$������$ 	��" *�� � ������� ���� �� �����$"��� �� ���

�������	 
��� �� �� � ������� �"��"� !�� ���� �������

��� !��� �������� �� ��� �������	 
���D� ���� ���������

����+'

5.3 MICR Data Formatter

����. �������	 
���
��� �������� � 	(�) ���� ���������

����� �� "��� !. ��� �������	 
���
��� �� �����$� ���

	(�) ���� ������ *!��� ������� �"�!�� ����"�� �"�!�� �����

������ �"�!�� ��� ���"��+ ���� ��� 	(�) ���� �� � �����

!����� ������$ ���� ����������� �� � ���� �.����'

��� �������	 
���
���D� 	(�) ���� ��������� ������ ���

�������	 
���
��� "��� �� ������ ���� � ���� �� ������

������� ����� ��� "��� !. ��� ��G�� ����� ������������ ���

$"������� ��������' ����� ������� ��. !� �������� �"���$ ���

������� ��� "� �� ��� �������	 
���
��� "��� �����$"������

����������' ��� ���������� ��� ���"� !. ������$ 	(�)

������� ���$������$ ������ *������!�� ���� ?���� ���.�+ ����

��� ����� ������ �������$ !�� ����� ���� ��� 
���
���

���$������$ 	��" ���� �� )�/0�0 ������ *�'$' � ����+ 

����������$ ���������� ���� ��� ���� �� �� )�/0�0 ������ ��

!. ������$ �,�����$ ���������� ���� � %��"���& �������	


���
��� �� � %�����������& �������	 
���
���'
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��� ��������$ ��!�� ����� ��� �������� 	(�) ���� �������

����� ��� ���/������ �� ��� �������	 
���
��� ��� ��. !�

�������� �"���$ �������	 
���
��� �����$"������ ���������

��� "�'

00 <ENTIRE MICR LINE UN-EDITED (RAW MICR)>
� Includes spaces and symbols
� Field format rules not verified

02 <TRANSIT  #>T<ACCOUNT #>A<CHECK  SERIAL #>
� Account #: space, dash, On Us

03 <TRANSIT  #>T<14 DIGIT ACCOUNT #>A<6 DIGIT CHECK  SERIAL #>
� Account #: no spaces or dashes, zero filled, right justified
� Check #: zero filled, right justified

99 <ENTIRE MICR LINE UN-EDITED (RAW MICR)>
� Includes spaces and symbols
� Field format rules not verified
� A question mark (?) is sent for unreadable characters

Programming
Menu 

Format # MICR Data Format Transmitted to the Host

04 <TRANSIT  #>T<ACCOUNT #>A<CHECK  SERIAL #>
� Account #: includes spaces and dashes, but no On Us

98 <ENTIRE MICR LINE UN-EDITED (RAW MICR)>
� Includes spaces and symbols
� Field format rules verified

SCANTEAM 8300/8310 MICR Line Formatter
Standard MICR Output Data Formats

5.4 Output Data Formatter

����� ��� 	(�) ����������� ��� !��� ��������� !. ��� ������$

��"����� ��� 	(�) ����������� ��� !� �"����� �����"����� !.

��� �������	 
���
���D� �"��"� ���� ���������'

��� �������	 
���
��� �"��"� ���� ��������� �������� ��

��� �.��� �� �������	 
���
��� ���� !����� �� �� ���� �� ���

����' ���� ���� ��������� ��� "��2"��. ������ ���� ���� �.��

*	(�) 	�) !�� ���� �", ����+ ����� �� ������$ �� �� ��� ����'

���� �� 	(�) ���� ��� !� ��������� ��� ��. ��$ ������ ����

��� ���� � ������ ������ !�� ���� ���� ��� "����#� � �����

������ ��� �", ���� ���� ��� ���� � ��"��� ������
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1�� 	(�) ���� ��� �"��"� ���� ��������� �������� ����� ���

	(�) ���� ��� ����� ������ ����"$� ��� 	(�) ���� ������$

��������� ��� ��� 	(�) ���� ���������' (� ���� ��. ��� 	(�)

���� ���� �� ���� �� ��� ������ ��������� !. ��� 	(�) ����

��������� *��� ����� ������������$"������� ������� ��������D�

������ .�" ������+ �� �"����� �"�����#��' ������ ����� �� ���

�������	 
���
��� ���$������$ 	��" ��� ��������

����������� ��� �����"������ ��� "�� �� ��� 	(�) ���� ���������

��� ������'
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5.4.1 Output Data Formatter Command Set

��� ������ �� ��� ���� �"��"� ���� ��� �������	 
���
���

��. !� �����"����� !. "���$ ��� !"���/�� ���� ���������������'

��� �������	 
���
���D� ���� ��������������� ��

���$������ !. ��� "��� ����"$� ��� ������� �� �������$ �

��2"���� �� !�� ����� ���� ��� �������	 
���
���

���$������$ 	��" !. ������$ 	(�) ������� ���$������$

������ ����"$� ��� ����� ������ ����� ���������� �� ��� !��

����� �� ��� �������	 
���
��� ���$������$ 	��" ��

����"$� ��� "�� �� ��� ?���� ���.� ��/!���� "�������������

���� P"���S6���' ��� 	(�) ���������� �2"������� �� ��� !��

����� ��������� �� ��� 
���
��� ���$������$ 	��" ��� ������

�� ��� ��������$ �����4

MICR Characters for Bar Code Chart

Roman
Numeral

MICR
Data

Roman
Numeral

MICR
Data

Alpha
Char

Alpha
Data Digits

MICR
Data

I
II
III
IV
V
VI
VII
VIII
IX
X

t1
t2
t3
t4
t5
t6
t7
t8
t9
t0

XI
XII
XIII
XIV
XV
XVI
XVII
XVIII
XIX
XX

o1
o2
o3
o4
o5
o6
o7
o8
o9
o0

A
B
C
D
E
F
G
H
I
J

a1
a2
a3
a4
a5
a6
a7
a8
a9
a0

0 
1 
2
3
4
5
6
7
8
9

d0
d1
d2
d3
d4
d5
d6
d7
d8
d9

Special
 Functions

MICR
Data

ESCAPE
DEFAULT
EXIT
END PROGRAMMING

tt0
tt1
tt2
tt3

(no)
(yes)

where: t =

o =

a =

d =

transit symbol

On Us symbol

amount symbol

dash symbol
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5.5 MICR Character Signal Strength Testing

��� �������	 
���
��� �� ����!�� �� ��������$ ��� ���������

��$��� ������ ����� ��. �������� ���"�"���� ����������� ������'

��� ��$��� ����� ��������� ��� ��G�����$ � ����� �"� �� �����!��

���"� �� � ���$�����!�� ��������� ��� ��� �������	


���
���D� ���������������'

��� 	(�) �������$ ��$������ ����"����� ��� ������� ��������

��$��� ����� ����������� �� �� �����$� ��� ��� ����������'

)������� ��$��� ����� �� ��� ����� ������ �� � ��������$� ���� ���

��$��� ����� �� ��� ��������� !���$ ����"��� !���� �� ���

������� ��$��� ����� ��� ���� ��������� ���� ��������� �� ���

?�� *���� ���� ����!������+ �������� ����� �� ��� ������� ���

��� 3�/5� �.�!��' *)�������� ���( �������� C7'0</�7



������� ��'�'+

��� ���� ��"���� �������� ��� �����$� ��$��� ����������� ���

��� ���������� �� ��� ���$������ ��$��� ����� ��������� ���

��G���� ����� ������ ���� �����$�� !���� ��� ���$������

�����"� ����� �� �!��� ��� ���$������ ��,��"� �����'

5.6 Error Condition Reporting

5.6.1 SCANTEAM 8300 LED Display Error Codes 
and Single Character Host Error Codes

��� �������	 
��� ��� ������ ������� ����� ����������

����"$� ��� "�� �� ����� ����� ������.�� �� ��� 6�: ������. ��

���� �� �"����� ����� ���� ��������$ �� ��� ���� ������'
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��� ����"� ��� ����� ���������� ����� ������ �� ��� 6�:

������. ��� ����� �� ��� ��������$ ��!��' ����� ����"� ��� �����

����� ��. ���� !� ������.�� �� ��� ���� ������' *)���� �� ���

�������	 
��� ���$������$ 	��" 3"��"� ���������� 

	(�) ����� �����$ ��� �������� �����"������ �� ���$������$

���� ���������'+

Condition
LED 

Display

Single
Error Code

Sent to
Host

Good power-up initialization O none none 1 beep

Good E13-B read O none 00 1 beep

Canadian check O none 01 1 beep

No account number O none 03 1 beep

Business check 

   (unless Canadian) O none 08 1 beep

Travelers check O none 12 1 beep

No sequence number 

   (unless Travelers check) O none 11 1 beep

Serial number less than 300 O none 15 1 beep

Old U.S. Check O none 04 1 beep

Good CMC-7 read O none 00 1 beep

Bad check - no MICR n N 09 3 beeps

Low signal level L L 10 3 beeps

High signal level H H none 3 beeps

Initial power-up calibration C none none 3 beeps

Power up initialization error F F none 3 beeps

Questionable MICR character E E 06 3 beeps

Program mode P none none 2 beeps

Format error Y Y 11 3 beeps

Check unreadable U see list pg. 5–9 none 3 beeps

Exception Formatting Error J J 11 3 beeps

Magnetic Interference b none none none

Beep
Sequence

Double
Error Code

Sent to
Host
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0 Auxiliary On-Us field error (not bounded by On-Us 

symbols)

1 Invalid EPC character

2 Missing transit symbol

3 Wrong number of digits in transit field

4 Mod 10 check digit failure

5 More than 24 characters in On-Us field

6 No On-Us symbol in On-Us field

7 No On-Us field

8 Wrong number of digits in amount field

9 Missing amount symbols

Unreadable (U) error codes:
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Chapter 6 - Maintenance

6.1 Paper Transport and MICR Read Head

��� ����� ������ ����� ������ ��� ��$����� ���� ���� ���"�� !�

������� ������. �� ����. �� ��� ������ ��������� ����� �����'

����� ��� ����� ������ ����� ������ ��� ��$����� ���� ����

"���$ � �������$ ���� ���"����� ���� �� ������� �������' ?����

���.� ������ � 	(�) ���� ��� ��������� �������$ ���� �� �

������� ���� "���� ��� ?���� ���.� ����"�� ����

%	(�)�6���'&

5� �� ��"� ����� ������� ��� !� ������� "���$ � ���$�� �������$

����' ?��� "���$ ��� ���� �� �"������ ����� ������� ������ ���

�������$ ���� �� � ����� ���� �� ��� ���� ������ ��� �������	


���
��� ��������� �����'

6.2 Plastic Cabinet

��� �������	 
���
��� ��!���� ��. !� ������� "���$ ����

������ ��2"�� ����. ��������' ��� ����� ������ ��. !�

����$�� �� ��� ����. ������� $��� ������ ��� ��!���� �� �� ���

����. ��� �������$ ���"���� ���� ��� ����� ������' ����. ���

�������$ ���"���� ���� � ���� ����� ���� ����� ��� ��!���� ����

��� �����' :� ��� "�� �������"� !���� �������� �� ����� ���

�������	 
���
��� ��!����'

6.3 Magnetic Stripe Card Reader (MSR)

��� 	�) ���� ���"�� !� ������� ����. ��"� ����� ���� ����� ��

� ��� �� �������� ����������� ���"�� *�"�� �� �� ������

���������� ������ ��� ��������. ������+' ��� 	�) ���� ���"��

!� ������� ����. ��� ����� �� �����. ���� ����� �� � ��$�

����������� ���"�� *�"�� �� �� �"���/���� ������ ��� !��� ������

������������+'
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��� 	�) ���� ���"�� !� ������� "���$ � �������$ ���� ���"�����

���� �� ������� �������' ?���� ���.� ������ �� 	�) ����

�������$ ���� �� � ������� ���� "���� ��� ?���� ���.� ����"��

���� %	�)�6���'&

5� �� ��"� 	�) ����� ��� !� ������� "���$ � ���$�� �������$

����' ?��� "���$ ��� ���� �� �"������ 	�)D� ������ ���

�������$ ���� �� � ����� ���� �� ��� ���� �������� ��� ���� ����

�� ��� �������$ ���� �� ������ ����"$� ��� 	�)'

Note: If you have a SCANTEAM 8300 with an integrated MSR, the MSR
read head is located on the left hand side of the card slot (when
viewed from the front).
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Chapter 7 - Service and Repair

7.1 Obtaining Factory Service

?���� ���.� �������� ������� ��� ��� ������� ����"��� ����"$� ���

5@ ��� E��$ @��$ ������� ������� �� ���� �� ��� ���"����"���$

��� ������� ���������� �� ����������� ��� A���' �� �!����

�������. �� ���/�������. ������� .�" ���"�� ���"�� ��� "��� ��

?���� ���.� (��' �����$� ����' � ���. �� ��� ����� �"������

������ �"�� !� ��������'

7.1.1 Service Under Warranty

��� �������	 
���
��� ����� ������ ������� � 0 .���

�������. *���� ��� ���� �� ��������+' ?������. ������� ��. !�

�!������ !. ���������$ ��� ?���� ���.� ����"�� ������� M��"�'

*)���� �� ��� ��,� ��$� ��� ��������� ��� ����� �"�!���'+ ���

�������. ��������� �� ������� �� ��� !�$�����$ �� ���� ���"��'

7.1.2 Out of Warranty Service

1�����. ������� �� ���� ������!�� ��� �"� �� �������. ����"��� ��

� ���� ��� ��������� �� ��,�� ����� !����' ��� ������ ���"�� !�

���"���� *�����$� ����+ ��� ������ ���. ����� �!������$ � )��"��

	������� �"�����#����� *)	�+ ���� � ����"�� �������

)�������������' ?��� �"� �� �������. ����"�� ������� ��

��2"���� .�" ���� !� ������� �� � %��� �� �,����& ����� ��� ������

���� ��� )��"�� 	������� �"�����#����� �� ��2"�����'

��� ��������$ ����������� �� ��2"���� �� ������� �� )	� ��� ���

����"�� ��� ���"�� !� ������!�� ��� ��� ������� )�������������

�������$ .�"� ��2"��.' ��� ����������� �� ������� �� ���

���"����"���D� ��!�� �������� �� ��� !����� �� ��� �������	


���
���'

	���� �"�!��

������ �"�!��

:��� �� 	��"����"��
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Note: The Welch Allyn Product Service Group cannot accept materials that
are returned without an RMA number.

?��� �"� �� �������. ������� �� ��2"���� ��� �"������ �������

)������������� ���� ��2"��� � �"������ 3���� �"�!�� �� ���

���"�� �� ��� %��� �� �,����& ����� ��� ������' E������ .�" ����

!� !����� ���. ��� ��� ���"�� ������� �����'

(� ��� 5����� ������ ������ ������� ?���� ���.� (��' �� ���

������� �� ��������� �"�!�� ������ !���� �� �!���� � ���"��

�������� �"�����#����� �"�!�� *)	� �"�!��+4

#�$�% �$$&�' ���(

:��� ���������� :�������

������� �	�
��	 �	����	��

8=�7 F����� )���

�'3' -�, �
<

����������� 1���� ��� A��� ���;�B��
<

������� �	�
��	 �	����	��

���������4 *��;+ =
;B80<
 �� =
;B8�=�

1�,4 *��;+ =
;B8�;=

1�� ������� �� �"���� ������ ������� .�"� ?���� ���.�

�������������� *�� ������� !����+ �� .�"� ����� ������!"���'

#�$�% �$$&�' )�*(

0
 ����.���� 3����� ����

1�,����

:"!��� �


(������

���������4 (��I�;�B�07;B�<;�

1�,4 (��I�;�B�07;B=�;�


( +( �,,����

��� 1����

:����� ��"�� :����� 6���

?�����$��� �������� ?�0 <6�

��$����

���������4 (��I88 �70; 08��;;

1�,4 (��I88 �70; =��0
�
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1�� ������� �� ���� ������ ������� .�"� ?���� ���.�

�������������� *�� ������� !����+ �� .�"� ����� ������!"���'

#�$�% �$$&�' ���� +��� �,,���

��1 �"�$ �"� ���������� ������

�78B0�� 6������� )���

?������ E��$ @��$

���������4 (��I
;0B0;��B��;� �� 0;��B���0

1�,4 (��I
;0B0;��B�;;<

Help Desk
(� .�" ���� ���������� ���������$ �� ���"!���������$ ��� ������ 

������ ���� .�"� :�����!"��� �� ��� E��� :���4

��$��%���! -.�/0  1/2134/
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Chapter 8 - Specifications

8.0 Summary of SCANTEAM 8300/8310 Specifications

5�� ��"*��� 77';J ����� ���� ���� ����'

���,��6"��� 77'7J ������ ���� ���� ����'

)��� ����� ��� !���� "��� ���"�����

���� �� ��� ������� ����� ����� ���

����� �"��. ������� �� ���( C7'0</�7



��$��� ������ �� ��� 
�/�0�J ���$�'

5��%"���"$ ������ ����� ���������4 	�,��"� ���������� ��

-���%��� 5	�0 8'�
 �� *��'8 ��+ ���� ��� ;'<; ��

*�8'= ��+ ����'

	�,��"� ���$��4 �'8� �� *
'<� ��+'

5��%"���"$ ������ ����� ���������4 	�,��"� ���������� ��

-���% 5	�0 8'<� �� *��'7= ��+ ���� ��� ;'<; ��

*�8'= ��+ ����'

	�,��"� ���$��4 �'8� �� *
'<� ��+'

���*��� )"7�$$��� � �������� ���� �� �������� ��� ���

����������� �� � ����"�� ������$� ��!��

�� ��� ����� �"����� �� ��� �������	


���
���'

5�� %"�"���� 	�� ���/- ��� �	�/<'

����������� �"��/�������������� �� ���$�� ����

�������$ �� ���" ���$�����!��'

�$�������� �"�*�"�� 	������� 	��������������

���%�������� ?� ��(� *�������	 
��� ���.+

1���� ���)3	

�)�	

%��8 �"�*$��� 	�����#�� ����� ���������'

"�* ��"������

	������ ��� �� ���� ������'

����� ��$����$����� ������'

%��8 5�*�" ��"* �������� ��� ���������� ������'

5�� ���$*� ��"* ��� ���( ��������� ��������� ��������� ��

� �������� ����� ��� !� ���� !. ���

�������	 
���
���' ���� ����"���

��� ������� 3�/5� �",�����. 3�/5� 

��� ���"�� ������'
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��"* ���,��6"��� ����� ���� ������ ����� ��� ��������

���� �� ��� ���� �.���� ���� ��� �,���� 0

�������'

��*�� ��*��"��� �"��!�� ����� ���� ���$�����!�� �"��"�

���2"���. ����!�� �����'

����"��� ����$"& �������	 
���4 M���� ����� ��$����

6�: ������. ���� ��� ��$�����

�������"���. ���������� !. ��� �����������

���$���'

�������	 
���4 ���$�� $���� 6�:

�� �������� ����� ��� ���� ����"�'

5"������ 	����� ��"*�� �������� ��������� ��� ���������� ��

-	�����5 1.99 ��$&0 ���$�� �"�� �� ������ ����� ��6 �"��"�

	�)' ��� ����� ������ ��� ����!�� ��

!���$ ���� ����"������.'

3������� ����"�� �����$"������� ���

������!�� ��� ����$����� ���$�� �"�� ��

������ ����� 	�)'

	�$ ������ �������$ �"������ � ����

����� �� ������ ��������� ����"$� ��

�,������ �� ����$����� 	�)'

	�"���� �����,"�� 3������� ����"�� �����$"������� �������

-	�����5 1.99 ��$&0 �� ��������� ��������� ��� ���������� ��

�� �,������ ���� ��: �� ����� �������

������ *I;9 ���. "����� � ������� ������.

�����$"������ �� ��2"�����+' ��� !�� ����

�������$ �� ��������� !. ���

�������	 
���'

�����"6 )�"*��� ��� �������� �� ��� �������	


���
��� �"����� ��� ?���� ���.�

�������� ���$��� %P"���S6���'& ���

�������	 
���
��� �"������

%������$& �� ��� �����. �������� �� ���

�������	 
���
��� �� �������

�������	 
���
���'
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����� ����� ��� �������	 
���
��� ���� �������

��:����6���� ���� ��. ��� �� ��� ��������$ �����

��"����4

� )�$"����� I; I/��J 9:� ����9

������ ��,'

� )�$"����� �� "���$"����� I< �� I��';

9:� ;�� �9 ������ ��,'

� I7 9:� �"������ !. � ���� ��"��

����� ����

� 	���� �����4 ����� �"����� ���� ��� ��

�,���� <�� �� ��� � ���� �"������ ���

�� �,���� ;� ��'

����"���� ����� 3�������$ �"����� �� 0; ��$���� �4

��������� I; 9:� I7 9:� I�0 9:�

	���� ��� 0�� �� 0�; �� 0�� ��
	���� �� ;�� �� ;�� �� ;
� ��

-�&���"$ ;"$���0

����� �"�8 ?��� ��"�� 56��� ������ ��� 9��

���"� ����� I7 �:� "���$"����� �"��"�

�����' ;'; �� !����� ��������� �"�����

�� !����� */+ ������ !����� *I+'

	�������7�$��& �� ��:4 3�������� �����"� ��$��������

�$������"$ ������7"���� ���� �"!G����� �� ������ �������$� �� 
@9'

1�� � �; @9 ��: �������$� �� ��. ���

�"����� �� � �� @9 ����$� �� ��� !�����

�"����� ��������� ��. !� ��$����� !"�

��� �������	 
���
��� �"������ ��

��������� ����$� ��� �"����������.

���"��� �� �"�� ����������� ����!�������

����� ��� �������$� �����'

�������/	�$����� 1�����4

*)�������� (�� 
��/� 6���� 0 ������'+

��;����6���"$ ����"���� ��;����6���!

	����,��"����� ����4 I�0T1 �� I�00T1

*�T� �� ;�T�+

E"�����.4 7�J ��, ���/���������$

	���"�� ��;����6���!

����4 �T1 �� I�8�T1

*/�
T� �� =�T�+

E"�����.4 7;J ��, ���/���������$
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�%&���"$ 	%��8 �� ��$�������� �� ����������� ����� ����

����� �������. �������� �� � ��������

�"����� ���� � ��� ���� ���$��'

�������!�� �������� ����$�'

<�7�"���� ��� �������	 
���
��� �� ����$���

�� �"����� ��!������� ���� � ������������

�� �'0� ������ �/� ���� ;EL �� 0�EL ���

���� �� ������������ �� �� MD� ���� ��

���� ���� 0�EL �� 0��EL' ���

���2"���. ����� ��� ������ �� ���

��������� ��� ��� �; ���"��� �� �"������'

��� ���� ������"�� ��� 0 ��"�� ����$ ����

���� �� � �,��'

����$"���& "�* 	",��& )������� ��� ����"���� ��������!

������ �� ���� �������������� ��4

� 1�� ���� �; ����� �

� ��;;�00

����� ���� �����. �$���. 	�����$�4

� ��� 9�� ���"� ����� ����4 56���

� 0��9�� ���"� ����� ����4 �59M�

� 08�9�� ���"� ����� ����4 �59M�

)���� �� !��� �� 1�� ��$� ��� ��69:

����������'
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Appendix A - SCANTEAM 8310 Information

A.1 Chapter Description

���� ������� ������!��4

• �������	 
��� ��.����� ��������������

• (��������$ ��� �������	 
��� ���� ������ ����/����� ��

�,������/�����

• �������	 
��� E������� (��������

• �������	 
��� �������� 3��������

• �������	 
��� 	(�) :��� ���������$

A.2 Physical Specifications

���� 	������� �.��4 �-� ������� ������"��

56 78 9/� ����� �����$

)��� �����

	������� �.��4 ��������� �����

:���������4 8'�
 �� *��'8 ��+ ����

, ;'<; �� *�8'= ��+ ����

, �'8� �� *
'<� ��+ ��$�

�����4 ������� >8��� (-	 ����� ?����

?��$��4 �'0; �! *';=< �$+ ��,

*��� ����"���$ ����� ����+

	�"����$ 3������4 :������ �� ���� ��"��

*����� ��������� ���� ��� ��

!�����+ ��� !�/����������� ��.�����

������ ���� ������"�� ���� !�����'
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A.3 SCANTEAM 8310 Product Illustrations

Figure 9  SCANTEAM 8310
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Host 
Interface

Port

External
Power
Pack

Connector

Figure 10  Rear view of the SCANTEAM 8310
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Wall Mount Keyholes

Figure 11  Bottom view of the SCANTEAM 8310
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A.4 Set-up

Caution: The SCANTEAM 8310 contains static sensitive components.
Precautions must be taken to eliminate potential static
discharge to any printer circuit board.

Note: SCANTEAM 8310 Power Architecture:
The SCANTEAM 8310 is shipped from the factory with an internal
jumper set to allow the check reader to operate from power supplied
by a host device through the DB-15 host interface connector.  Refer
to section A.4.2 on page A–6 if you plan to operate the
SCANTEAM 8310 using external power supplied by a wall or desk
mount power pack.

A.4.1 Host-Powered Installations

�.������. ������ )�/0�0 ��������� ����������� �� ���

�������	 
��� ��� ��� ������� !. ��� ���� ������ ���

��2"��� ��� "�� �� �� �,������ ��"��� �� :� ����� �"�� �� � ����

��"�� ��:� ����� �����������' (� .�"� ������������ ��2"����

�,������ ����� ������ ������ ��� %�,�������. �������

(�����������& �����"������ �� ��$� �B='

���� �����$"������� �� ������� ���� �����' 5�� ��� ��������$

������"�� ��� ������������� �� ����� ��� ����� ��� ���

�������	 
��� �� �������� !. ��� ���� ������'

Installation Instructions

*�+ �"�� ��� ��� ����� ��� ��� ���� ������ �� ����� ���


��� ���� !� ���������'

*0+ 6����� ��� �������	 
��� ���� ������ ���������

��!�� ��� �����. ��� ���� �"�!��' *��!�� ���� �"�!���

��� �������� �� ��� ?���� ���.� (�������� ����"���

?��� ������ *(�?�+ (����������!�� 	����, ����

�"�!�� ��0�
=0< ���"����'+

*�+ ������ ��� �������	 
��� ��������� ��!�� �� ���

���� ��������'

*8+ ��"$ ��� �;/��� ���� ��������� �� ��� ��������� ��!��

���� ��� �;/��� ������ ��������� ������� �� ��� !���

����� �� ��� 
���' ���"�� ��� ��!�� �� ��� �������	


��� "���$ ��� ��"����$ ������ ����"��� �� ���

��������� ��!��'
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*;+ :��������� ��� ��.!���� ���� ��� �������� *������.+

��� ������ �� ���� ��� �����$ ��������� �� ��� ����� ��$

�� ��� %A& ��������� ��!��'

*=+ �������� ��� ��!���$ ������"�� !. ��������$ ���

��������$ ���$ ��$ �� ��� %A& ��������� ��!�� ���� ���

�������� ��.!���� ���������' *��� ��������� ����

����� ��� ��.!���� ��!�� ��� �������'+

*<+ �������� ��� 
��� �� ���� ��� ��!��� �"� �����. ���

�������.' (� ������� ��� 
��� ��� !� ���"��� �� ���

���� "���$ ��� ���� ������ ����� ������ ���� ��� ��.

����� ������ ���� ��� !����� �� ��� �������	 
���'

*
+ ����. ����� �� ��� �������	 
���D� ���� ��������'

��� �������	 
��� ���"�� � ���$�� !��� ���������$

��� �������	 
��� �� �� � ���/����� ��������� ����

�����'

Caution: Do not try to enter data until the host terminal has fully
initialized.

A.4.2 Externally-Powered Installations

Usage Restrictions

��� �������	 
��� ��. !� �������� !. ����� �"������ !. ��

�,������ ���� �� ���� ��"�� ����� ���� ���. "���� ���

��������$ ����������4

�' 5�� �� �,������ ����� *��+ E��� (�������� ��!��4

(� ��� ���� ��������� ��!�� "��� �� ������ ��� �������	


��� �� � ���� ������ ���� ��� ������� ����"����� �����

�"���. ����� ���� ��� ���� ������ �� ��� �������	 
��� 

���� ��!�� �� �������� �� �� �� %�,������ �����& *��+ ��!��'

���� ���� ���� ������ )�/0�0 ��!��� ��� �� ��!��� "�����

��������� ���������'

0' (������� ����� F"���� ��� ��� �,������ �����4

(� ��� �������� ����� G"���� �� ��� �������	 
���D�

������� ����"�� !���� �� ��� ��� �,������ ����� ���

�������	 
��� ��. !� �������� ���� �� �,������ �����

��"��� ��$������� �� ��� "�� �� ���� ����� �� �,������ �����

*��+ ���� ��������� ��!���'
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Note: The SCANTEAM 8310’s factory default jumper setting is for host
power.

Note: Use of an external power pack without the use of the proper EP
cable, or without the SCANTEAM 8310 jumper set to the EP
position, may damage your host device.

Set-up Procedure for External Power

5�� ��� ��������$ ������"�� ��� ������������� �� ����� ��� �����

��������$ ��� �������	 
��� �� �������� !. �� �,������

����� ��"���' �� �,������/����� ������������ ��2"���� ��� "�� ��

� ���� ��"�� ��:� ����� ����������� �� ����� ��"��� �� :�

����� �� ��� ����� ������'

?��� "���$ �� �,������ ����� �"���. �� ���G"������ ���� � ����

��������� ��!�� ����� �������� ���� ����� .�" �"�� ���� �

G"���� ����$� �� � �/��� ������ �� ��� �������	 
���D� ��

!����' *��� ����"�� �����$"������ ���"��� � ����/�������

�����������'+ ��� ��������$ ���"��������� ���� ��� ��������!�. ��

��� �������	 
��� ��� ��� �������� ����� G"���� ���������

��� �� �,�������. ������� ������������'

Note: Before disassembling the SCANTEAM 8310 you must disconnect all
power and host terminal connections to the reader to prevent
possible damage to the SCANTEAM 8310 or host terminal.  In
addition, you should ground yourself (e.g., wear a groundstrap) to
prevent any electrostatic discharge to the SCANTEAM 8310.
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�� $��� ������ �� ��� ����� G"����� ����� ������ ��� ���� �� ���

�������	 
��� �� ����� !����'

Press gently at this point to release tabs.  
Slide hood away from unit.

1

Figure 12  Disassembly of the SCANTEAM 8310
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3��� ��� ���� �� ������� ��� ����� G"���� �� ��� F�� �/���

������ �� �������!�� "���$ ����� ������/����� ������'

Figure 13 SCANTEAM 8310 Power Jumper Placement
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Optional Power Jumper Placement
for the JP1 3-pin header:JP1 3-pin header:

Default configuration.  
When the SCANTEAM
8310 is host-powered.

Optional configuration.
When an external power source is
used for the SCANTEAM 8310.

No connect
Vcc

Host terminal
+5.0 VDC in

Figure 14 SCANTEAM 8310 PC Board

Note: This PC board complies with European CE standards, and is

contained in SCANTEAM 8310 products which are marked “CE” on

the bottom product label.  Please contact Welch Allyn technical

support for details concerning jumper position and placement for

products which do not contain the CE mark.
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3��� ��� �� -���� ��� !��� �����$"��� ��� ��

�,�������./������� ������������ ��� ��� �������	H
��� ��

�������!��� ��� ����������� ������"� ���� ��� (�����������

(����"������ !����'

Installation Instructions

*�+ �"�� ��� ��� ����� ��� ��� ���� ������ �� ����� ���


��� ���� !� ���������'

*0+ 6����� ��� ��������� ��!�� ��� �����. ��� ���� �"�!��'

*��!�� ���� �"�!��� ��� �������� �� ��� ?���� ���.�

(�������� ����"��� ?��� ������ *(�?�+

(����������!�� 	����, ���"����'+

*�+ ������ ��� �������	 
��� ��������� ��!�� �� ���

���� ��������'

*8+ ��"$ ��� �;/��� ���� ��������� �� ��� ��������� ��!��

���� ��� �;/��� ������ ��������� ������� �� ��� !���

����� �� ��� 
���' ���"�� ��� ��!�� �� ��� �������	


��� "���$ ��� ��"����$ ������ ����"��� �� ���

��������� ��!��'

*;+ �������� ��� 
��� �� ���� ��� ��!��� �"� �����. ���

�������.' (� ������� ��� 
��� ��� !� ���"��� �� ���

���� "���$ ��� ���� ������ ����� ������ ���� ��� ��.

����� ������ ���� ��� !����� �� ��� �������	 
���'

*=+ (��"�� ���� ��� �,������ ����� �"���. �� ��� ���������

�� �� �� ����� ��"��� �� ���� ����' ������� ���

�,������ ����� �"���. �� ��� �������	 
��� !.

��"$$��$ ��� ����� �"���.D� �"��"� !����� ���������

��"$ ���� ��� �����$ !����� ��������� G��� ������� ��

��� ���� ����� �� ��� �������	 
���'

*<+ ����. ����� �� ��� �������	 
���D� ���� ��������'

*
+ ��"$ ��� ���� ��"�� ����� �"���. ���� ��� ��"��� ��

�� �����' ��� �������	 
��� ���"�� � ���$�� !���

���������$ ��� �������	 
��� �� �� � ���/�����

��������� ���� �����'
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Caution: Do not try to enter data until the host terminal has fully
initialized.

���� ��������� ���/"� ��� ������������ �� ��� �������	 
���

����� )�����' A�" ��� ��� ����. �� �����$"�� ��� "��� ��� .�"�

������"��� �����������' (����"������ ��� �����$"���$ ���

�������	 
��� ��� �������� �� ��� �������	 
���

���$������$ 	��"' ��� �������	 
��� ���$������$

	��" �������� ���$������$ �����"������ ��� !�� ���� !����

���$������$ *��� �������	 
��� ������� ����� ������� � !��

���� ����+ �� ���� �� ���$������$ ���� 	(�) �������

���$������$ ������'
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A.5  SCANTEAM 8310 Hardware Interface

A.5.1 DB-15F Host Port Connector

��� ����"� �� ��� �������	 
��� :-/�;1 ���� ���� ���������

�� ������!�� !����'

Pin # Signal

1 Logic ground

2

3

4

5

6

7

8

9

10

11

12

13

14

15

VCC (+ 5V)

RXD input (RS-232)

CTS input (RS-232)

Keyboard wedge data (Input)

Keyboard wedge Clk (Input)

Not Connected

Not Connected

Vin (+ 12V)

Bootstrap

TXD output (RS-232)

RTS output (RS-232)

Keyboard wedge term data (Output)/Wand Emulation Output

Keyboard wedge term Clk (Output)

Not Connected

Note: An external power supply may be required for certain interfaces.  
See Operating Power Requirements on page 3–8.
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A.6  SCANTEAM 8310 Software Operation

��� �������	 
��� �"������ ��.!���� ���$� ���������� 

���� ��"������ ��� �� )�/0�0 ���������� �"� ��� ���� ����'

Keyboard Wedge Interfaces:

�� ��C���0

��) <�;0

(-	 �8<� �8<0 �8<= �8<< ��;� ��=� ��=0 ��=� ��<7 

��
� ��7� ��70 ��7= ��7<

E����� E�
� �7�

��"� )�/0�0 ������ ����"���������

*�� ���� ���� �������!��+

?��� ��"������

Additional Host Interfaces Supported:

Note: Depending on the interface an external power pack may be required.

A.6.1 RS-232 Host Communication Parameters:

-�"� ���� ����� ��� ���� !��� ��� �����. ��� ���$�����!��

���������� ��� ��� ���� ������ )�/0�0 ���������' )���� �� ���

�������	 
��� ���$������$ 	��" ��� �����"������ �� ���

�� �����. ��� ���������� ���� ��� ����"�� ������$� ������ �� ���

��!�� ����� �������'

������ )�/0�0 E��� ����"�������� :���"�� ����������4

-�"� )���4 7=�� !��' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��������� ��#�4 < !���' ' ' ' ' ' ' ' ' '

����� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' '

���� !���4 �' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

�����. 4 ����' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '

��$��� 6����4 ��"� )�/0�0 *I/ 
9:�+' ' ' ' ' ' ' ' ' ' ' ' '

3���� !�"� ���� ������� ���4 ��� =�� �0�� 08�� 8
�� 7=�� 

�7'0@ �
'8@' 3���� �����. ������� ���4 3�� 	��� ����� ���

����'
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A.6.2 Communication Protocols

����� ��� ��"� ������� ������!�� �� ��� �������	 
���

���$������$ 	��" ��� ��� �������	 
���D� 	��� ����

��������4

��� �� )�����

=��� �����"�

����# ���� ��������

L�� F�'� ��������'

����� ���������� ��� �������� �� ��� ��������$ ��$��'

A.6.2.1 End of Record and 60ms Timeout
��� ��������$ ������!�� ��� ��� �������	 
��� ���� ����

�������� "���$ ��� ��� �� )����� �� =��� �����"� ���������'

*������ ����� �� ��� �������� ��������� ��� 	��� ����

�����$"������ �������� �� ��� 
��� ���$������$ 	��" ��

���$��� ��� �������	 
��� ��� �� )�/0�0 �������� ��� ���

�� )����� �� =��� �����"� ��������'+

��� )�/0�0 ���� �� ���������� !. � ������ ����"��������� ������$

������' � ������ )����� �������� ���� ������� �� "����#��'

��� ��� �� )����� ��� =��� �����"� ��������� ��� �� �������4

�+ ������ )�� �� �������� ���� �� ����� ���� ���"�'

!+ ?��� ;�� ��� ���� ���"� �� !� ����'

�+ (� �� ���� ����� �� �"���$ ���� ���� ��/������ )�� ����

���"�� �� ���� �+'

(� ���� ����� �� �"���$ ���� ���� ���� ��� ��� ��� �� ������'

*��� ��� �� ������ �� ��������� ������ !. ��� ��� 3� )�����

��������� ���$������ "���$ ��� 
��� ���$������$ 	��" 

�� !. � =� �� ����. !������ ����������'+ :�/������ )�� 

���� �� ���� �������� ���� ���"�� �� ���� �+'
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Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer, and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer overflow.
This resets the data buffer, and all previous data for that record

 is lost.
� Parity and framing errors cause the SCANTEAM 8310 to 

error beep and to ignore the data record.
� Data sent to the SCANTEAM 8310 while the 8310 has RTS 

de-asserted will be lost.

A.6.2.2 Tranz� 330 Protocol

��� ��������$ ������!�� ��� ��� ���� ���� �� ��� �������	


��� �������� "���$ ��� ����# ��� ��������' *������ ����� �� ���

�������� ��������� ��� 	��� ���� �����$"������ �������� �� ���


��� ���$������$ 	��" �� ���$��� ��� �������	 
��� ���

��� ����# ��� �������� ��� ��� !�"� ���� ��� �����. �� ���

����# ���'+

��� ����# ��� �������� ��2"���� ���� ��� �������	 
���

��� ��� ���� ���� )�/0�0 ��������' ��� ��� �� � ���� ������

���� ��� ����# ��� �� ����$��#�� !. "����#��$ ��� =��� ����.

�����"�' ��� �������� �� �� �������4

�+ ��� �������	 
��� ����� ���� N��CO����N��CO6)�

����� 6)� �� ��� C3) �� ��� ���������� ����� ��� N��CO'

!+ ��� �,������ �������� �� ���� �� N��@O �� N��@O' (�

N��@O �� N��@O �� ��� �������� ������ 0'; ������� ���

���� �� ���"��� �� !� ��������' (� � N��@O �� �������� 

��� ���� �� ��/����' ����� ��� ����� N��@O ���

�������	 
��� $���� "� ��� ������ ��� ������ ��������$

����'

Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer, and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer 
overflow.  This resets the data buffer, and all previous data 
for that record is lost.

� Parity and framing errors cause the SCANTEAM 8310 to 
ignore the data record.
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A.6.2.3 Zon� Jr. Protocol
��� ��������$ ������!�� ��� ��� ���� ���� �� ��� �������	


��� �������� "���$ ��� L�� F�' ��������' *������ ����� �� ���

�������� ��������� ��� 	��� ���� �����$"������ �������� �� ���


��� ���$������$ 	��" �� ���$��� ��� �������	 
��� ���

��� L�� F�' �������� ��� ��� !�"� ���� ��� �����. �� ��� L�� F�'+

��� L�� F�' �������� ��2"���� ���� ��� �������	 
��� ��� ���

���� ���� )�/0�0 ��������' ��� ��� �� � ���� ������ ���� ���

L�� F�' �� ����$��#�� !. "����#��$ ��� =��� ����. �����"�' ���

�������� �� �� �������4

�+ ��� �������	 
��� ����� N��PO �� ���� ��� L�� F�'

���� �� ��� ����'

!+ ��� �������	 
��� ����� ��� N��CON�56O �����

����� �� ���� ���� ��� !� ����'

�+ ��� �������	 
��� ����� ���� N��CO����N��CO6)�

����� 6)� �� ��� C3) �� ��� ���������� ����� ��� N��CO'

*(� � 	(�) ���� ����� ���"���� ��� ���� ��"�� !� � ���$��

%Q& ���������'+

�+ ��� �,������ �������� �� ���� �� N��@O �� N��@O' (�

N��@O �� N��@O �� ��� �������� ������ 0'; ������� ���

���� �� ���"��� �� !� ��������' (� � N��@O �� �������� 

��� ���� �� ��/����' ����� ��� ����� N��@O ���

�������	 
��� $���� "� ��� ������ ��� ������ ��������$

����'

Notes: � There can be no more than a 15 second intercharacter delay 
for characters in a data record.  A timeout resets the data 
buffer and all previous data for that record is lost.

� Data records greater than 255 bytes cause a buffer 
overflow.  This resets the data buffer, and all previous data 
for that record is lost.

� Parity and framing errors cause the SCANTEAM 8310 to 
ignore the data record.
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A.6.3 Displaying the Firmware Part Number 
and Revision Level

��� �������� ����� �� ��� �������� ��������$ �� ��� �������	


��� �� ��!����� �� ��� ���� �"�!�� ����$��� �� ���� ��������'

��� �������	 
��� ������.� ��� �������� �������� ����� ��

��� ���� �������� ���� ��������� �� �� �� �"���$

���$������$'

��� ���$������$ �������� ��� ��������� !. �������$ !�� �����

���� ��� �������	 
��� ���$������$ 	��" *�� ���

�������	 
��� ��� !��� ��������� �� �� )�/0�0 ������+ ��

!. ������$ ��� 	�"��� ���$������$ ����� ����"$� ��� �����

������' )���� �� ��� ����5� �E��@ ������� �� ���

�������	 
��� ���$������$ 	��" ��� ��� �������� ��������

������. ������� ��2"����'

?��� � ����"� �� ���$������ ��� �"����� �������� ��������

����� �� ������� �� ��� ���� ������.' 1�"� ��$��� �����' ��� �����

����� ��$��� ������.�� ��� ��� �"����� �������� ����� �� ���

��������' ��� ���� ��$�� ��������� ��� ����� �� ��� ������ *����� ��

��� ����� ���� ����� �� ��$� �B�7+'

A.6.4 PC Upload/Download Using Quick*Load

��� �������	 
��� �������� �����$�����!�� �����. ����

�������� ��� ��������$ �.���� ��� ��� 
���' ���� �����. �� �

�.�� �� )��� 3��. 	����. *)3	+ ������ ����� �����.' 1����

�����. ��� !� �������������. ������ ��� �����$������ ����

�.����� )�	 !"� ���� ��� ���� ��� �������� ���� ����� �� ����'

?��� ��� �������	 
��� �"�� !� "�$����� �� �������� ���

��������$ �.���� *��������+ �� ��������� ���� ����� �"�� !�

������ ���� ��� ����� �����.' ���� �� ���� "���$ � �������

�������� ����$��� �����������. ��� ���� �"�����' ��� ?���� ���.�

�������� ���� ������ P"���S6��� �� ����$��� �� ��������� ���

��������� "��� !. ��� ?���� ���.� ������!�� ������� �����$ ��

���. ��� "���� �� �������� ��� "����� �������� ��� �"�

���$������� �� �������	 ����"���' ������ ����� �� .�"�

P"���S6��� ���"�� ��� �"����� ����������� �!�"� "���$

P"���S6��� ���� .�"� �������	 
���'
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A.7 MICR Data Formatter

A.7.1 Error Condition Reporting

A.7.1.1 LED Display Error Codes and Single Character 
Host Error Codes

��� �������	 
��� ��� ������ ������� ����� ����������

����"$� ��� "�� �� ����� ���� ��������$ �� ��� ���� ������'

��� ����"� ��� ����� ���������� ����� ������ �� ��� 6�:

������. ��� ����� �� ��� ��������$ ��!��' ����� ����"� ��� �����

����� ��. ���� !� ������.�� �� ��� ���� ������' *)���� �� ���

�������	 
��� ���$������$ 	��" 3"��"� ���������� 

	(�) ����� �����$ ��� �������� �����"������ �� ���$������$

���� ���������'+
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Condition

Single
Error Code

Sent to
Host

Good power-up initialization none none 1 beep

Good E13-B read none 00 1 beep

Canadian check none 01 1 beep

No account number none 03 1 beep

Business check 

   (unless Canadian) none 08 1 beep

Travelers check none 12 1 beep

No sequence number 

   (unless Travelers check) none 11 1 beep

Serial number less than 300 none 15 1 beep

Old U.S. Check none 04 1 beep

Good CMC-7 read none 00 1 beep

Bad check - no MICR N 09 3 beeps

Low signal level L 10 3 beeps

High signal level H none 3 beeps

Initial power-up calibration none none 3 beeps

Power up initialization error F none 3 beeps

Questionable MICR character E 06 3 beeps

Program mode none none 2 beeps

Format error Y 11 3 beeps

Check unreadable see list pg. 5–9 none 3 beeps

Exception Formatting Error J 11 3 beeps

Magnetic Interference none none none

Beep
Sequence

Double
Error Code

Sent to
Host

0 Auxiliary On-Us field error (not bounded by On-Us 
symbols)

1 Invalid EPC character
2 Missing transit symbol
3 Wrong number of digits in transit field
4 Mod 10 check digit failure
5 More than 24 characters in On-Us field
6 No On-Us symbol in On-Us field
7 No On-Us field
8 Wrong number of digits in amount field
9 Missing amount symbols

Unreadable (U) error codes:
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A.7.2 Pre-Canned Format 10 - Error Code Reporting

��� �������	 
��� ��� � ��������� �� ���� %���/������& ����

��������� �"��"� ���� �������' *)���� �� ��� �������	 
���

���$������$ 	��" 	(�) :��� 1�������� ������� ��� � ���� ��

%���/������& �"��"� �������'+ ��� ���/������ ������� �������

���������� ����"� ����������� ����� ��� !� ���� �� ��� ����

������' ��� ���� ����������� �"�� !� ����!�� �� �"�������$ ���

����� ����� �� ������� ����� ���. ��� ��� �����$"��!�� �� ���

����� ������' (� � ���/������ ������ ���� �,������ ����"� ���

����� ��������$ �� �������� ��� ����� ��� ����"� ����� ������ !�

�������� ��� ��� ����� �� ��� ��!�� �� ��$� �B00 ��� ���� ��

��� ����'

��� 	(�) :��� 1�������� �"��"� ������ �"�!�� �� ��������

�������� 	(�) ���"���� ����"� ��� ����� ��������$ ����!�������

����� ��� ��� �"������. ������!�� �� ��. ����� �"��"� ����

�������'
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��� ������ �� ��� �"��"� ���� ���� �� ��� �������	 
���D�

���� ������ ���� %1����� ��& �� �������� �� �� �������4

���������������������������					��

?���� � � U 7 ��$�� �-� �"�!��' ' ' ' '

� � U �
 ��$�� ����"�� �"�!�� �.�!���' ' ' ' '

�"�������� ��� ���� ���� #����

� � U ; ��$�� ����� ��2"���� �"�!�� ��� ����' ' ' ' '

���� #����

) ) U )��"�� ���� *������ !����+' ' ' ' '

Description

Return
Code

Sent to
Host

09 No MICR 1

10 Low signal 2

06 Bad data/unreadable character 3

11 Parsing error/Non-North American format 4

05 Invalid ABA check digit 5

Search
Order

ba
d 

ch
ec

ks
go

od
 c

he
ck

s

00 Good personal check 6

01 Canadian check 7

03 No account number 8

08 Business check (unless Canadian) 9

12 Travelers check 10

02 No sequence number (unless Travelers check) 11

15 Serial number is less than 300 12

04 Old U.S. Check 13

Note: If the SCANTEAM 8310 detects more than one Return Code for a
good check, the last Return Code encountered in the search order
appears on the host display.  For example, if a check is Canadian
(code 01) but has no account number (code 03), the 03 code is
displayed on the host terminal.  This is because the no account
number (code 03) is 8th in the search order and the Canadian check
(code 01) is 7th in the search order.
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BINTRODUCTION TO MICR CHECK
READING AND MICR TECHNOLOGY

Appendix B - Introduction to MICR Check Reading and
MICR Technology

B.1 MICR Definition and Techniques

	(�) �� �� �����.� ��� 	�$����� (�� ��������� )���$������' �

����� ������D� �"������ �� �� ���� ��� ����������� ������� �� ���

!����� �� � !"������ ����� �� �������� ����� ��� �� ��������

���� ����������� �� � ���� ������' ���� ���� �� ����������� ��

������ ��� %	(�) 6���& !���"�� ��� ��� "��� �� ����� ��� 	(�)

���������� �������� ���� ��������� ��� �� ��$�����' ���

���������� ������� ���� ��� ��$����� ��� ��� ���� "���$

	�$����� (�� ��������� )���$������ ��������$���'

����� ������� ���� ��� ���������� "���$ ������ ������� ���������

����$������ ��������$. *3�)+ �� ��$����� ���� ���� ��������$.'

����. ����� ������� �������� ��� ������ ����� �� ���� ������������

"��� 3�) ������2"�� �� ���� ��� 	(�) ����' ��� �!����. ��

�����"� �� 3�) ����� ������ "���$ � ��� �� ������ ��� ��"���

���� ������2"� �� !� ��G����� !. ��� ������ �"� �� ���

�"������!����. �� ���"�'

��� ��� ���"��� ����� ������� ���� ����. ��� ������ ������������

��� !���� �� � ������2"� ����� "��� � ��$����� ���� ���� ��

���� "� � ��$��� ���� � ���"���� ���������$ ��$����� ��� �����

�� ������ !������ ��� ���� ����'
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B.2 MICR Fonts

B.2.2 The E13-B Character Set

��� ��������� ���� "��� ��� ������ ��� ����� 	(�) ���"�����

�� ����� ������� ��� ���. �"������ ��"������ �� �������� �� ��

��� ���/- ����' ���� ���� �������� �� ��� �"����� ���������� ���

��"� ������� �.�!���' ��� ���/- ���� �� ��������� �� �� ���(

*�������� �������� ��������� (�����"��+ �������� ��� ����� ��#� 

2"����. ��� ��������' � ������$ �� ��� �������!�� ���( ���������

�������$ 	(�) ����� ������$ �� �� ��$� -B='

dash symbol On-Us symbol

transit symbol

The E-13B Character Set

amount symbol

B.2.3 The CMC-7 Character Set

��� 	(�) ��������� ���� "��� �� 	(�) ���"����� �� ���� ��

6���� ������� ��� �"���� �� �������� �� �� ��� �	�/< ���������

���' ��� ������2"�� "��� �� ���� �	�/< ���������� ��� ���������

�� ����� "��� �� ���� ���/- ����������' �� ���� ���/- 	(�)

������� ��� "�� �� ��$����� ���� ���� ������2"�� ��� ���������

�� ������� ������2"�� ��� ������$ �	�/< ����������'

The CMC-7 Character Set and ASCII Output

Colon (:)

Semicolon (;)

Less than (<)

Equal  (=)

Greater than  (>)
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B.3 Information Fields on an E13-B Character 
Based Check

����� ��� ��������� ����� $����� ��� ��������� ��� ������ ��

���	 ����������� ������ ������� �� ��� 	(�) ���� �� � ����� !"�

��� ��� ��� ������' ���� �������� � ���!��� ��� �"������� �����

������� ����� �"�� ���. �� �������� ��$������� �� �������. ���

�����"� ������ �� ����������� �� � �����'

��� ������� �� ���������$ ��� 	(�) ���� ����������� ���

���������$ ������"��� ������ �� ����������� *�"�� �� ��� !���

��"���$ ����� �� ��� ���"�� �����+ �� �������� �� �� %������$'&

��� �������	 
���
��� "��� � ��� �� ������$ �"��� ��

�������� �����"� ����������� ������ �� � ����� ����� 	(�) ����

������ ������� ���"���. �����������' ������� ������$ �"��� ���

������� �� ������ ����� ��� ������� ���� ���/������������

	(�) �����' (� ��� �������	 
���
��� ����� �������

������$ �"��� ��� ��������� �� ��� 	(�) �,������� ��!��'

*������ ��� ��$� ;B0 ��� �"����� ����������� �!�"� ��� 	(�)

�,������� ��!��'+ ��� ��. �� ���� ��!�� �� ��� !��� ��"���$ �����

���� ���� ��� 	(�) ����'

�� �,����� �� ��� 	(�) ���� �� � ��, ���� �������� ����� ��

����� !����' ��� ��������� �������� �"�!��� ��� ������.��

������ ��� ���' ���� ���� �� ��� ��������$ �,����� ��� �����

������ �"�!�� ��� �� ��!����� �� ��� 3�/5� �����'

Routing Field On-Us Field Amount Field
EPC
Field

Character Position Numbering and
Information Field Names on a Six Inch Personal Check

������ ����� �� ��$� -B; ��� ������������ �� ���� �� ����� ������'
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(� �������� �� ��� ��"� ������ �� ����������� ��������� �� �

�������� ����� � ����� ����� �������� �� �� ��� %�",�����. 3�/5�&

����� �� ��������� �� ���� ���������� ������' ��� �������� ��

��� �",�����. 3�/5� ����� �� �� ��� ���� �� ��� )�"���$ ���

�,������ ���������$ ���� *���+ ������ �� ����� !����'

Routing 
Field

On-Us Field Amount FieldEPC
Field

Auxiliary 
On-Us Field

Character Position Numbering and
Information Field Names on a Commercial Check

������ ����� �� ��$� -B; ��� ������������ �� ���� �� ����� ������'

?��� ��������$ �� �"�!���� ��������� ��������� �� � ����� 

��������� �������� �"�!�� ��� �� �� ��� ����� ��$�� ������ �� ���

�����' ���� �� ��� �,������ �!��� ��� ���"�� �.�!�� * + ��

������� �� ��� ����� ��������� ��������'
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B.3.1 MICR Line Fields - Location and Content

����$�"�& ��2
� ���$* � 1�"�� �� !"������ ������'

� 1���� �� ����.� !�"���� !. ��� ���/-

3�/5� �.�!���'

� 1���� ������� �� "���������� !"�

$�������. �������� ��� ����� ������

�"�!��'

� 3��"���� ��������� ��������� 8; *��

8=+ ����"$� =;'

������"$ ���������� � � ��� ��$�� �����'

�*� -��0 ���$* � 5�� �� ���� ����� �� ��������'

� 5�� ��������� ��2"������� ��� �������

���������$'
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