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PERFORMANCE
• 5 ips print speed
• Best in class first label out

print speed (32 bit processor)

CONNECTIVITY
• USB Standard
• Full connectivity options (USB,

Ethernet, Serial/Parallel)
• USB A Host capabilities for

adding keyboards and scanners

INDUSTRIAL RELIABILITY
AND RUGGEDNESS
• Metal mechanism for

legendary reliability
• 2 year warranty

COMPACT SOLUTIONS
• Available in 2” and 4” models

COMPATIBILITY
• Equipped with additional language

emulations for easy installation
into legacy applications

• Java-based Cognitive
Administrator software for
easy ERP system integration

EASE OF USE
• High lift printhead convenience
• Quick load media guide

The Advantage DLX combines the rugged
durability and reliability of the Blaster

Advantage with our leading edge
print technology to offer exceptional

performance. The Advantage DLX printer is
the ultimate desktop printer with

best-in-class print and first label out
speeds, popular language emulations,

patented USB A host technology, and a full
connectivity suite. The Advantage DLX is the

ideal thermal printing solution for a wide
range of applications where performance is

paramount, durability is essential,
and space is a factor.

Introducing Cognitive’s
new Advantage DLX
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Tel: +1 303 273 1400 Toll free: +1 800 525 2785 Email: sales@cognitive.com
Address: 4403Table Mountain Drive, Suite A, Golden CO 80403 Web: www.cognitive.com
Worldwide Sales: Europe, Middle East, Africa, Asia Pacific, Latin America, North America, Canada

Cognitive andTransaction Printer Group (TPG) are registered brands under the ATSI Holdings, Inc. company name. For
additional information about Cognitive products and our corporate structure visit our website at www.cognitive.com or
www.tpgprinters.com.

Technical Specifications

MODEL DBD24-2085-XXX DBD42-2085-XXX
DBT24-2085-XXX DBT42-2085-XXX

PRINT TTeecchhnnoollooggyy ((xx)) D - Direct Thermal D - Direct Thermal
T - Thermal Transfer T - Thermal Transfer

WWiiddtthh ((mmaaxx)) 2.1”/ 53.8mm 4.1”/ 104mm
LLeennggtthh ((mmaaxx)) 322” (8179mm) at 203 dpi 322” (8179mm) at 203 dpi

153” (3886mm) at 300 dpi (optional)
SSppeeeedd ((mmaaxx)) 5 ips 5 ips

127mm/sec 127mm/sec
RReessoolluuttiioonn Selectable 101 or 203 dpi Selectable 101 or 203 dpi 

Selectable 150 or 300 dpi (optional)

MMEEDDIIAA WWiiddtthh 1” - 2.4”/ 25 - 61mm 2” - 4.25”/ 50 – 108mm
RRoollll DDiiaammeetteerr 4.7”/ 119mm 4.7”/ 119mm
RRiibbbboonn LLeennggtthh 3150”/ 80m (BT models only) 3150”/ 80m (BT models only)
IInnddeexxiinngg Black bar, notch, and gap Black bar, notch, and gap

BBAARR CCOODDEESS TTyyppeess SSuuppppoorrtteedd 29 standard bar codes, including: Add2, Add5, Codabar, Code39, Code93, 
Code128A/B/C, D2of5, I2of5, S2of5, EAN8/8+, EAN13/13+, EAN128, Maxicode, MSI/I1, PDF417, Plessey,
Postnet, UPCA/A+/E/E1, DataMatrix, Aztec, QR Code, RSS

FFOONNTTSS BBiittmmaappppeedd 7 styles with up to 10 x 10 magnification, variable boldness and spacing
IInntteerrnnaattiioonnaall AAGGFFAA FFoonnttss Sans-serif font in 7 pt. sizes, up to 4 x 4 magnification, variable boldness and spacing
SSccaallaabbllee SSmmooootthh FFoonnttss 3 Ultra Font styles for smooth characters in any size and boldness
RRoottaattiioonnss 0, 90, 180, 270 degrees 0, 90, 180, 270 degrees

GGRRAAPPHHIICCSS FFeeaattuurreess Ability to upload and recall
FFoorrmmaattss PCX, BMP PCX, BMP

MMEEMMOORRYY RRAAMM 16 MB 16 MB
FFllaasshh 8 MB 8 MB

CCOOMMMMUUNNIICCAATTIIOONNSS SSttaannddaarrdd USB (A & B) USB (A & B)
OOppttiioonnaall Ethernet (internal), Serial or Parallel Ethernet (internal), Serial or Parallel

EELLEECCTTRRIICCAALL Auto-ranging 110-– 240 VAC Auto-ranging 110 – 240 VAC

EENNVVIIRROONNMMEENNTTAALL OOppeerraattiinngg 41°F to 104°F    5°C to 40°C 41°F to 104°F    5°C to 40°C

DDIIMMEENNSSIIOONNSS WWiiddtthh BBTT 5.0” 127mm 6.8” 173mm
WWiiddtthh BBDD 4.7” 119mm 6.8” 173mm
HHeeiigghhtt 6.1” 155mm 6.1” 155mm
DDeepptthh 9.4“ 238mm 9.4“ 238mm

WWEEIIGGHHTT TThheerrmmaall TTrraannssffeerr 3.9 lbs 1.77kg 4.4 lbs 2.0kg
DDiirreecctt TThheerrmmaall 3.1 lbs 1.41kg 3.9 lbs 1.77kg

AACCCCEESSSSOORRIIEESS SSuupppplliieedd Start-Up Guide, power supply, CD including: Windows drivers, programmer’s guide, NiceLabel label 
design software, required cable for specific unit (USB, Serial, or Parallel)

OOppttiioonnss Communications cables, label (peeler) dispenser, Ethernet, real-time clock.

TTYYPPIICCAALL PPRRIINNTTHHEEAADD LLIIFFEE 2,000,000” 50km 2,000,000” 50km

WWAARRRRAANNTTYY PPrriinntteerr 24 months from date of purchase (requires registration and excludes printhead)
PPrriinntt hheeaadd 6 months or 500,000 inches using Cognitive’s approved media

PPRROOGGRRAAMMMMIINNGG 
LLAANNGGUUAAGGEE Advantage DLX comes standard with Cognitive Programming Language (CPL), EcPL and ZcPL language emulation.
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