
T
e

c
h

n
ic

a
l 

d
a

ta

UP Series 6

35

6. Technical data

UP 10 Comfort Pump

UP 10-16 B5/BN5/BU

Approvals

Note: LC/TLC models have a 6 ft (1.8 m), 3-prong power cord.
Dimensions in inches unless otherwise noted.
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Flow range: 0-3.5 gpm (0-0.8 m3h)

Head range: 0-5.4 ft (0-1.6 m)

Motors: Single-phase

Max. liquid temperature: 203 °F (95 °C)

Min. liquid temperature: 36 °F (2 °C)

Max. system pressure: 145 psi (10 bar)

Model Volts Amps Watts Hp Capacitor

UP 10-16 B5/BN5/BU 115 0.23 25 - -

UP 10-16 BU UP 10-16 B5/BN5
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Model type
Product
number

115 V

Dimensions [inches (mm)]

Connection
Shipping

weight 
[lbs (kg)]L1 L2 H1 H2 H3 H4 B1 B2

UP 10-16 B5/LC 97525905 3.25 (79.4) — 1.00 (25.4) .50 (12.7) 5.25 (133.4) — 3.00 (76.2) 3.33 (84.6) 1/2" sweat 2.9 (1.3)

UP 10-16 B5/TLC 97525907 3.25 (79.4) 3.50 (88.9) 1.00 (25.4) .50 (12.7) — 8.06 (204.8) 3.00 (76.2) 3.33 (84.6) 1/2" sweat 3.4 (1.5)

UP 10-16 B5/ATLC 97525908 3.25 (79.4) 3.50 (88.9) 1.00 (25.4) .50 (12.7) — 8.06 (204.8) 3.00 (76.2) 3.33 (84.6) 1/2" sweat 3.4 (1.5)

UP 10-16 BN5/LC 97525909 3.25 (79.4) — 1.00 (25.4) .50 (12.7) 5.25 (133.4) — 3.00 (76.2) 3.33 (84.6) 1/2" F NPT 2.9 (1.3)

UP 10-16 BN5/TLC 97525910 3.25 (79.4) 3.50 (88.9) 1.00 (25.4) .50 (12.7) — 8.06 (204.8) 3.00 (76.2) 3.33 (84.6) 1/2" F NPT 3.4 (1.5)

UP 10-16 BN5/
ATLC

97525921 3.25 (79.4) 3.50 (88.9) 1.00 (25.4) .50 (12.7) — 8.06 (204.8) 3.00 (76.2) 3.33 (84.6) 1/2" F NPT 3.4 (1.5)

UP 10-16 BU/ATLC 97525922 4.33 (84.6) — 1.00 (25.4) .88 (22.4) — 8.06 (204.8) 3.00 (76.2) 3.33 (84.6)
GF 125 union -
1 1/4" NPSM

3.8 (1.7)


