
≤ 400 Gal Decor Maintenance≤  800 Gal ≤  1200 Gal ≤  2400 Gal Professional> 2500 Gal

HOTLINE   888.956.0000          
lg-outdoor.com

Outdoor Living Water Features & Pond Products

Outdoor Living

Direct Drive Pumps
PE-Series

PE-1F-PW

PE-2H-PW PE-2.5F-PW

DIMENSIONS
(INCHES) A B C D E

PE-1H-PW 3.48 3.58 2.75 - -

PE-1F-PW 4.9 3.6 2.8 0.9 1.89

PE-2H-PW 4.83 4.15 2.75 - -

PE-2F-PW 5.6 4.2 2.8 0.9 2.38

PE-2.5F-PW 5.6 4.02 2.9 1.06 2.24

Designed to operate continuously, direct-drive 
pumps produce greater starting torque and   
more pressure than comparable mag-drive  
pumps. Direct-drive pumps are ideal for use in 
fi ltration, waterfalls and streams. Prefi lter is  
included to protect the pump.

PE-SERIES Item 
Number Amps Watts Cord 

(ft)
Submerged 

Use
Discharge

MNPT

Gallons Per Hour (GPH) at height
Shut O� 

 (ft)1' 3' 5' 10'

PE-1H-PW 566604 0.6 36 6'  1/4" 170 140 75 - 7

PE-1F-PW 566608 0.6 36 15'  1/4" 170 140 90 - 7

PE-2H-PW 566609 0.8 47 6'  1/4" 300 255 205 70 12.2

PE-2F-PW 566611 0.8 47 15'  1/4" 300 270 240 130 12.2

PE-2.5F-PW 566612 1.4 80 15'  1/2" 475 440 395 205 13.4

• Hooded volute option for lower intake (fountain)
• Hooded volute indicated by H
• Compact design
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Flow (lph) in 1000s

http://www.kingpumps.com/

