
MOUNTING OPTIONS:
• Close Cpld to 182/184TC

Motor Frame
• Pumpak
• Engine Drive
• Pedestal
• Hydraulic Drive

FLOWS TO 140 GPM

PRESSURES TO 190 TDH

APPLICATION:
• Marine
• Agricultural
• Industrial

ABS TYPE APPROVED

46 CFR COMPLIANT

SPECIFICATIONS:
Suction and Discharge . . 11/2" x 11/2" NPT

2" x 2" NPT

Housing . . . . . . . . . . . . . . Cast Iron Class 30 or Silicon Bronze CA 875

Volute . . . . . . . . . . . . . . . . Cast Iron Class 30 or Silicon Bronze CA 875

Impeller . . . . . . . . . . . . . . Cast Iron Class 30 or Silicon Bronze CA 875

Adaptor . . . . . . . . . . . . . . Cast Iron Class 30 or Silicon Bronze CA 875

Drive Sleeve . . . . . . . . . . . 304 Stainless Steel

Seal, Type 21 . . . . . . . . . . Carbon/Ceramic/Viton
Optional Seals Available

Fasteners . . . . . . . . . . . . . Stainless Steel

HHLF "HR" high pressure self-priming pumps meet
USCG specifications for auxiliary fire control.

The high suction centerline and impeller design
eliminates premature priming loss while ensuring
consistent priming capability. The HHLF pump is
capable of achieving up to 25 feet suction lift.

The HHLF series is available close coupled to
NEMA "C" Face electric motors or as pumpaks.
The engine drive models are capable of coupling 
to both gasoline and diesel engines with 1" 
keyed drive shafts. Pedestal mounted pumps 
are also available.

The volute and impeller are removable and 
easily replaced.

HHLF "HR" HIGH HEAD
Self-Priming Centrifugal Pump
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HHLF
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90° TYP.

45° TYP.

.50
(2) PLACES

10.25

7.63
4.19

5.25

6.20

7.31

(5.19)
5.01

(4) .563 HOLES THRU
EQ. SPACED AS SHOWN

ON A 7.250 B.C.

1" N.P.T.
FILL PLUG

(12.43)

9.51

12.25

.38 TYP.

A

A

(2.0" N.P.T.)
1.5" N.P.T.

DISCHARGE

SUCTION
(2.0" N.P.T.)
1.5" N.P.T.

1/4" N.P.T.
DRAIN PLUG

(10.65)

.19

8.502
8.506

10.47

1.1265
1.1255

FORM 8144-A (09/08) 
Litho in USA

10.25
10.47 (1.5")
10.65 (2.0")

5.01 (1.5")
5.19 (2.0")

.38 TYP.

6.20

7.31

5.25

9.51

7.63
4.19

Ø.50
(2) PLACES

Ø
8.506
8.502

90° TYP.

45° TYP.

Ø
1.1265
1.1255

1.5" N.P.T.
(2.0" N.P.T.)
SUCTION

1/4" N.P.T.
DRAIN PLUG

1.5" N.P.T.
(2.0" N.P.T.)
DISCHARGE

.19

1"N.P.T.
FILL PLUG

12.25 (1.5")
12.43 (2.0")

(4) Ø.563 HOLES THRU
EQ. SPACED AS SHOWN

ON A Ø7.250 B.C.

HHLF 1.5" (2.0") ENGINE MOUNT PUMPAK

60°

30°

.50
(2) PLACES

7.63
4.19

7.31

6.03

5.25

(5.19)
5.01

6.500 B.C.

90°

PILOT5.752
5.756

ON A

(4) .438 HOLES THRU
EQ. SPACED AS SHOWN

45°

1" N.P.T.
FILL PLUG

9.51

12.25
(12.43)

.38 TYP.

10.49

A

A
DRAIN PLUG

1/4" N.P.T.

(2.0" N.P.T.)
1.5" N.P.T.
SUCTION

1.5" N.P.T.
(2.0" N.P.T.)
DISCHARGE

1.0005

.25

10.30
(10.48)

1.0015

5.756
5.752

10.4910.30 (1.5")
10.48 (2.0")

5.01 (1.5")
5.19 (2.0")

.38 TYP.6.03

7.31

5.25

.25

9.51

7.63
4.19

Ø.50
(2) PLACES

Ø
5.756
5.752

Ø
5.756
5.752

90°

45°

30°

60°

Ø
1.0015
1.0005

1.5" N.P.T.
(2.0" N.P.T.)
SUCTION

1/4" N.P.T.
DRAIN PLUG

1.5" N.P.T.
(2.0" N.P.T.)
DISCHARGE

1"N.P.T.
FILL PLUG

12.25 (1.5")
12.43 (2.0")

PILOT

(4) Ø.438 HOLES THRU
EQ. SPACED AS SHOWN

ON A Ø6.500 B.C.


