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SCORPION" HL

Replicates the size, shape and grip of the Scorpion series, but a high lumen
output (600 lumens) and TEN-TAP® Programming that gives users
the choice of three operating modes.

TEN-TAP® programmable switch
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for user selectable operation

Uses two 3V CR123A
lithium batteries (included)

Rubber-armoured sleeve textured for a sure grip
with gloved hands and in any environment

Anti-roll head prevents the light from
rolling away when you set it down

HL

TEN-TAP Programming: Choice of three operating modes:
1.) high/strobe/low (factory default); 2.) high only; 3.) low/high

Durable, anodized aluminum construction with enhanced rubber-armoured sleeve
for a sure grip;O-ring sealed glass lens

High: For maximum illumination to light up an entire area; 600 lumens;
16,000 candela; runs 1.25 hours

Low: For a less intense beam and longer run time for battery conservation;
33 lumens; 800 candela; runs 18 hours

Strobe: For disorienting or signaling; runs 2.5 hours

IPX7; waterproof to 1 meter for 30 minutes
1 meter impact resistance tested

5.46 in. (13.87 cm); 4.8 oz (136 grams) with batteries

Electronic power regulation provides maximum light output throughout battery life;
Optimized electronics provide regulated intensity

Limited Lifetime Warranty
Visit www.streamlight.com for full warranty information

#85400 - Scorpion HL with lithium batteries
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