@» MYSON

FERLO ECMH3-7

Stylish contemporary styling from Myson.

® Available in one size.

® Finishes: chrome, nickel, satin nickel, regal brass,
white and oil-rubbed bronze.

ETL listed.

High quality materials and workmanship.
Provided with backlit on/off switch.

Output: 75/100 watts.

Provided with matching installation accessories.
Available as hard wire option only.

Carries a 5 year warranty against any manufacturing
defects. For complete details on the Myson warranty,
please refer to the Warranty section on this site or
contact Myson at 1-800-698-9690

® Download the FERLO ECMH3-7 Technical

Datasheet.
Overall Overall Overall Tube Approx.
Model Watts Height* Width Projection Diameter Shipping
(in) (in) (in) (in) Weight (Ibs)
Ferlo 75PL " " " 11/2" Vert"D"
ECMH3-7 joopa | 2138 171/4 37/8 1" Horz Oval 24
* excluding connection box
PL = Plate Finish
IPA = Powdercoat Finish
16 fie Technical Information
. 120VAC 60Hz 75/100W .68/.91A*
T | . 1-1/4" Round Vertical Tubes
C D 38 . 1" Oval Horizontal Tubes
. Smart Thermo Control Element
. Brass Construction
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*Represents draw at steady state. Power could be higher during warm up.
Lower value = Plated Finishes
Higher Value = Painted Finishes




