
AIRFIL AFKOVL8225KP
BALDWIN H9093
CATERPILLAR 3I1637
EPPENSTEINER 169601H20LL2325TP
EPPENSTEINER 169601TH20SLF000P
EPPENSTEINER 169601TH20SLF000V
EPPENSTEINER 169601TH20XLF000P
EPPENSTEINER 169601TH20XLF000V
FAIREY ARLON (PARKER)

R961H1315A
FILTER-MART F960113K25B
FILTER-MART F960113K25V
FILTERSOFT H9613MFBH
FILTERSOFT H9613MFVH
FILTER-X XH01490
FILTER-X XH01491
FILTREC D142G25B
FILTREC D142G25BV
FLEETGUARD (CUMMINS) HF30508
FLEETGUARD (CUMMINS) HF7085
HYDAC/HYCON 2066671
HYDAC/HYCON 11113D17BH
HYDAC/HYCON H960113020BH
HY-PRO HP61L1315MB
HY-PRO HP61L1315MV
HY-PRO HP61L1325MB
HY-PRO HP61L1325MV
INTERNORMEN 301127
INTERNORMEN 05960125VG210EP13

www.Millennium-Filters.com 24855 NOVI ROAD     Suite 105 NOVI, MICHIGAN 48375     Phone: 248-719-7441     Fax: 248-869-6090

Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass Media

Overall Height: 12.98”

OD: 3.15”

ID: 1.69”

Collapse Pressure: 3045 PSI

Operating Temperature: -13° to 250°F

Filter Area: 5.09 SQ.FT.

Direction of Flow: Outside-In

Seal Material: Viton Seals

Beta Ratio: 200/20.5

Micron Rating: 20

25 µm, High Collapse – 3045 psi.
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