'[n“,lr!-ll’lu,’ ﬂ‘i,l'lz :“I”’

QUALITY OEM REPLACEMENT FILTERS
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FILTREC-D142G01BV

Filter Type: Hydraulic Pressure Line Filter Cartridge
Media Type: Pleated Microglass

Overall Height: 12.96”

OD: 3.12”

ID: 1.70”

Collapse Pressure: 3045 PSI High Collapse available
Operating Temperature: -13° to 250°F

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 1

Beta 200 Ratio: 200/1 (99.5% efficiency)

Media Available Micron Ratings available

Pleated Microglass Media 1-micron, *3um, 6um, ¥*10um, *25um, 40um
Pleated Paper Media *10um, *25um, 40um,

10pum, 25um, 40pm, 50pum, 60pm, 74pum
100um, 125um, 150pum, 200pum, 420pm

Stainless Steel Wire Mesh Media (304 SS)

This filter is also interchangeable with the part numbers listed below.

FILTREC-D142G01B MAIN-FILTER-MF0058800
FILTREC-D142G01BV NATIONAL-FILTERS-96131HC
HY-PRO-HP61L131MB NATIONAL-FILTERS-96131HCV
HY-PRO-HP61L131MV SWIFT-SF9601131UM
HY-PRO-HP61L132MB SWIFT-SF9601131UMV
HY-PRO-HP61L132MV WIX-D53A01GBV

MAIN-FILTER-MF0058799

Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function. OEM part numbers for reference only.
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