
FILTREC-DLD90F05V
HY-PRO-HP48HL76MB
HY-PRO-HP48HL76MV
INTERNORMEN-01E906VGHREP
INTERNORMEN-01E906VGHREV
INTERNORMEN-300117
INTERNORMEN-310812
JURA-FILTRATION-SH65052
MAIN-FILTER-MF0060831
MAIN-FILTER-MF0060832
PARKER-938239Q
SWIFT-SF0010376UMHP
SWIFT-SF0010376UMVHP
WIX-D57B05FV

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass Media

Overall Height: 6.85”

OD: 1.75”

ID: 0.87”

Collapse Pressure: 3045 PSI 

Operating Temperature: -13° to 250°F

Filter Area: 1.02 sq.ft.

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 5

Beta Ratio: 200/4.5

Efficiency: 99.5%
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Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

MEDIA Available Micron Ratings available

Pleated Microglass Media 3-micron, 5µm, 10µm, 20µm

Pleated Paper Media 20µm

Stainless Steel Wire Mesh Media (304 SS)
10-micron, 25µm, 40µm, 60µm, 74µm, 80µm

130µm, 250µm, 500µm
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