
HY-PRO HP16DHL812MSV
HY-PRO HP16DHL812MV
INTERNORMEN 020240D10VGHRHCEP
INTERNORMEN 302841
JURA FILTRATION SH75037
MAHLE 7889546
MAHLE 890022PSVST10NBR
MAHLE 890022SMVST10NBR
MAIN FILTER MF0060191
MAIN FILTER MF0060192
MAIN FILTER MF0060193
MAIN FILTER MF0060209
MAIN FILTER MF0060210
MAIN FILTER MF0060211
MAIN FILTER MF0576239
MAIN FILTER MF0576252
MP FILTRI MP9502
NAPA 7879

Media Available Micron Ratings

Pleated Microglass Media 3-micron, 5 µm, 10 µm, 20µm

Stainless Steel Mesh Media (304 SS) 200-micron

Sintered Fiber Media 3-micron, 5 µm 10µm, 20µm

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type:
Pleated Microglass Media
(Also available in Stainless Steel and Sintered Fiber media)

Overall Height: 6.81”

Outer Diameter: 2.72”

Inside Diameter - Bottom: 1.34”

Collapse Pressure: 3045 PSI

Operating Temperature: -13° to 250°F

Filter Area: 2.12 Square Feet

Direction of Flow: OUTSIDE – IN

Seal Material: VITON

Micron Rating: 10

Beta Ratio: 200/13
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