
HY-PRO HP26NL710MV
HY-PRO HP26NL716MB
HY-PRO HP26NL716MV
INTERNORMEN 01N10010VG16EP
INTERNORMEN 300360
JURA FILTRATION SH65393
MAHLE I100DN2010
MAIN FILTER MF0066129
SCHUPP HY14337
WIX W01AG537

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass Media

Overall Height: 7.83”

Outer Diameter: 2.36”

Inside Diameter - Bottom: 1.28”

Collapse Pressure: 435 PSI

Operating Temperature: -13° to 250°F

Filter Area: 1.22 Square Feet

Direction of Flow: OUTSIDE – IN

Seal Material: VITON

Micron Rating: 10

Beta Ratio: 200/13
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Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

Media Available Micron Ratings

Pleated Microglass Media 1-micron, 3µm, 3µm, 6µm, 10µm, 20µm

Stainless Steel Mesh Media
(304 SS)

25-micron, 40µm, 60µm, 74µm, 
100µm, 125µm, 250µm, 500µm, 1000µm
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