
MANN & HUMMEL HD725
METHOD MACHINE MMT14118
MP FILTRI MP9506
NAPA 7884
NATIONAL FILTERS 185452
NATIONAL FILTERS 185452
NATIONAL FILTERS 185208G
NETSTAL 9641456337
PALFINGER EA752
PALLHC2216FKS6H
PARKER G03141
PARKER G03145
PARKER PR3145
PUROLATOR/FACET 0240EAM122F1
PUROLATOR/FACET 0240EAM122N1
QUALITY FILTRATION QH240DA12B
QUALITY FILTRATION QH240DA12V
REXROTH 9240H10XLA000M
REXROTH 9240LAH10XLA000M

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass (Avail in Stainless & Pleated Paper)

Overall Height: 6.81”

Outer Diameter: 2.72”

Inside Diameter - Bottom: 1.33”

Collapse Pressure: 435 PSI (Available with High Collapse Pressure 3045 psi)

Operating Temperature: -13° to 250°F

Filter Area: 307 Square Inches

Direction of Flow: OUTSIDE – IN

Seal Material: VITON

Micron Rating: 10 (Avail from 3-micron to 200 – see chart below)

Beta Ratio 1: 200/9.9

Beta Ratio 2: 1000/12.4

www.Millennium-Filters.com 24855 NOVI ROAD     Suite 105 NOVI, MICHIGAN 48375     Phone: 248-719-7441     Fax: 248-869-6090

Millennium-Filters are Made In America under ISO 9001:2008 Certification. All Millennium-Filter products are guaranteed to meet or exceed OEM 
specifications in terms of form, fit and function.  OEM part numbers for reference only.

Media Available Micron Ratings

Pleated Microglass Media 3-micron microglass, 5µm, 10µm, 20µm

Pleated Paper Media 3-micron paper media, 10µm

Stainless Steel Mesh Media (304 SS)
High Efficiency Sintered Fiber also available

25-micron stainless, 40µm, 50µm, 74µm, 80µm, 
100µm, 149µm, 200µm
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