
PALL HC8900FUS39Z
PTI/TEXTRON P89200KFB
PTI/TEXTRON P89200KFV
PUROLATOR/FACET 8900EAL122F5
PUROLATOR/FACET 8900EAL122N5
QUALITY FILTRATION QH8900A12B39
QUALITY FILTRATION QH8900A12V39
REXROTH 168900XH10XLS000M
SCHROEDER SBF890039S7B
SCHROEDER SBF890039S7V
SCHROEDER SBF890039Z10B
SCHROEDER SBF890039Z10V
SEPARATION TECHNOLOGIES 2890L12B39
SEPARATION TECHNOLOGIES 2890L12V39
SEPARATION TECHNOLOGIES 3890DGHB39
SEPARATION TECHNOLOGIES 3890DGHV39
SWIFT SF89003912UM
SWIFT SF89003912UMV
WIX D88A10GV

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass

Overall Height: 38.70”

OD: 3.79”

ID: 2.20”

Collapse Pressure: 365 psi 

Operating Temperature: -13° to 250°F

Filter Area: 24.86 sq.ft.

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 10

Beta Ratio: 200/10

Efficiency: 99.95%
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