
PALL-HC9800FUS8H
PALL-HC9800FUS8Z
PARKER-930193Q
PARKER-FC7102Q010BS
PARKER-G02753
PARKER-PR2753
PM GRU-149046
PTI-TEXTRON-P98030KGB
PTI-TEXTRON-P98030KGV
PUROLATOR-FACET-9800EAM122F2
PUROLATOR-FACET-9800EAM122N2
QUALITY-FILTRATION-QH9800A12B08
QUALITY-FILTRATION-QH9800A12V08
REXROTH-169800SH10XLE000M
SCHROEDER-SBF98008S7B
SCHROEDER-SBF98008S7V
SCHROEDER-SBF98008Z10B
SCHROEDER-SBF98008Z10V
SCHUPP-HY20805
SCHUPP-HY9333
SCHWING-10072694

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass

Overall Height: 8.21”

OD: 2.00”

ID: 0.95”

Collapse Pressure: 305 psi (3045 PSI High Collapse version available)

Operating Temperature: -13° to 250°F

Filter Area: 1.93 sq.ft.

Direction of Flow: Outside-In

Seal Material: Viton

Beta Ratio: 200/13

Micron Rating: 10
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MEDIA Available Micron Ratings

Pleated Microglass Media
(also available with water removal media)

1-micron, 3µm, 6µm, 10µm, 25µm

Pleated Paper Media 10µm, 25µm

Stainless Steel Mesh Media (304 SS)
10-micron, 25SS, 40SS, 60SS, 74SS, 

100SS, 125SS, 200SS, 420SS
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