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Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass

Overall Height: 20.75”

OD: 2.12”

ID: 1.11”

Collapse Pressure: 150 PSI

Operating Temperature: -45° to 225°F

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 25µm [avail. 1-micron, 3µm, 6µm, 10µm, 25µm]

Beta Ratio: 200/25

Efficiency: 99.5%

1-Micron
NATIONAL-FILTERS-PPL219201GV 1µm
PALL-UE219AZ20H 1µm
PALL-UE219AZ20Z 1µm
QUALITY-FILTRATION-QH219A01V20ST 1µm

3-Micron
NATIONAL-FILTERS-PPL219203GV 3µm
PALL-UE219AP20H 3µm
PALL-UE219AP20Z 3µm
QUALITY-FILTRATION-QH219A03V20ST 3µm

6-Micron
NATIONAL-FILTERS-PPL219206GV 6µm
PALL-UE219AN20H 6µm
PALL-UE219AN20Z 6µm
QUALITY-FILTRATION-QH219A06V20ST 6µm

10-Micron
NATIONAL-FILTERS-PPL2192010GV 10µm
PALL-UE219AS20H 10µm
PALL-UE219AS20Z 10µm
QUALITY-FILTRATION-QH219A10V20ST 10µm

25-Micron
NATIONAL-FILTERS-PPL2192025GV 25µm
PALL-UE219AT20H 25µm
PALL-UE219AT20Z 25µm
QUALITY-FILTRATION-QH219A25V20ST 25µm

Interchangeable Part Numbers in this Series:

http://millennium-filters.com/
http://www.millennium-filters.com/

