
PARKER 932617Q
PARKER 933246Q
PARKER 938338Q
PARKER G02718
PARKER G02746
PARKER G04169
PARKER PR2746
PTI/TEXTRON FK020HGB
PTI/TEXTRON FK020HGV
PUROLATOR/FACET 1400EAM062F2
PUROLATOR/FACET 1400EAM062N2
QUALITY FILTRATION QH9020A06B08
QUALITY FILTRATION QH9020A06V08
REXROTH 169020SH6XLE000M
SCHROEDER SBF90208S3B
SCHROEDER SBF90208S3V
SCHROEDER SBF90208Z5B
SCHROEDER SBF90208Z5V
SCHUPP HY18304
SCHUPP HY18901
SEPARATION TECHNOLOGIES 2902L06B08
SEPARATION TECHNOLOGIES 2902L06V08
SEPARATION TECHNOLOGIES 3902GGEB08
SEPARATION TECHNOLOGIES 3902GGEV08
SEPARATION TECHNOLOGIES 8902L06B08
SEPARATION TECHNOLOGIES 8902L06V08

www.Millennium-Filters.com 24855 NOVI ROAD     Suite 105 NOVI, MICHIGAN 48375     Phone: 248-719-7441     Fax: 248-869-6090

Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass Media

Overall Height: 8.19”

OD: 1.82”

ID: 1.00”

Collapse Pressure: 305 PSI (also available in High Collapse version rated @ 3045 PSI)

Operating Temperature: -13° to 250°F

Filter Area: 1.40 sq.ft.

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 5

Beta Ratio: 200/4.5

Efficiency: 99.5%

MEDIA Available Micron Ratings available

Pleated Microglass Media 1-micron, 3µm, 6µm, 10µm, 25µm

Pleated Paper Media 3-micron, 10µm, 25µm

Stainless Steel Wire Mesh Media
(304 SS)

10-micron, 25µm, 40µm, 60µm, 74µm,
100µm, 125µm, 150µm, 200µm
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