
PARKER 933488Q
PUROLATOR/FACET 9700EAL122F3
QUALITY FILTRATION QHKA12V27
SCHROEDER 27KS7V
SCHROEDER 27KZ10V
SCHROEDER KKKS7V
SCHROEDER KKKZ10V
SEPARATION TECHNOLOGIES 2970L12V27
SEPARATION TECHNOLOGIES 3970GGHV27
SWIFT SF97002712UMV
VICKERS (EATON) V4051V7C10
WIX D97A10GAV

Product Attribute Specifications

Filter Type: Hydraulic Filter Cartridge

Media Type: Pleated Microglass

Overall Height: 28.08”

OD: 3.88”

ID: 1.61”

Collapse Pressure: 145 psi 

Operating Temperature: -13° to 250°F

Filter Area: 19.33 sq.ft.

Direction of Flow: Outside-In

Seal Material: Viton

Micron Rating: 10

Beta Ratio: 200/10

Efficiency: 99.95%

www.Millennium-Filters.com 24855 NOVI ROAD     Suite 105 NOVI, MICHIGAN 48375     Phone: 248-719-7441     Fax: 248-869-6090

Millennium-Filters are guaranteed to meet or exceed OEM specifications in terms of form, fit and function.  OEM part numbers for reference only.

http://millennium-filters.com/
http://millennium-filters.com/
http://www.millennium-filters.com/

