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Melt Blown Cartridge Specifications 

MEDIA 
• Polypropylene 
• Nylon 

MICRON RATINGS 1, 3, 5, 10, 20, 25, 30, 50, 75, 100 

CARTRIDGE DIAMETERS 2.5” Standard, 4.5” Medium or Custom 

CARTRIDGE LENGTHS 
9.75”, 10”, 19.5”, 20”, 29.25”, 30”, 39”, 40”, 60”, 
Custom 

ELEMENT GRADES 
• Standard 
• High Efficiency 
• Absolute 

END CAPS 

• Fin 
• Spring 
• Flat 
• Gasket 
• Custom 

GASKET / O-RING 

• Buna 
• Viton 
• Teflon 
• Silicone 
• Neoprene 
• EPDM 

Country of Origin U.S.A. 

Melt Blown Cartridge Features 
 
•  Melt Blown cartridges manufactured with the fastest, most-

modern equipment available, producing the highest quality 
filters on the market today.   

• True depth filtration as a result of integrated 3-stage process 
•  100% Polypropylene or Nylon elements 
•  Elements from 1 to 100 micron in standard, high-efficiency, 

absolute and heavy duty grades. 
•  FDA compliant for food and beverage contact under CFR Title 

21 
•  Thermally welded end caps require no glue or other binders 
•  Standard and custom sizes for all applications 

 

Melt Blown Cartridges 

http://yhst-133883871443924.stores.yahoo.net/balston.html
http://yhst-133883871443924.stores.yahoo.net/balston.html
http://millennium-filters.com/

