
IP DECT Phone        W52H

Breakthrough DECT Handset for small businesses   
 Exceptional handsfree talking

1.8" color display with intuitive user interface 

Headset connection via 2.5 mm jack

10 hours talk time, 100 hours standby time

Elegant keypad design with illumination and keypad lock

HD Voice Color Display USB

The W52H is cordless handset designed for business use.
It is equipped with a high-quality TFT color display which provides a clear view from all angles, user can 
enjoy conversations in high sound quality, benefit from freedom of movement, professional features like 
intercom, transfer, call forward, 3-way conferencing etc, and zero-touch installation ensures quick and easy 
configuration.
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IP DECT Phone        W52H

Physical Features

> DECT Range: Up to 50 meters indoor, 

   Up to 300 meters outdoor

> 10 hours talk time, 100 hours standby time

> 12 key numerical keypad, 5 navigation keys, 

   2 softkeys, 6 function keys, 6 shortcut keys

> Charger: DC 5V / 600mA Output

> Phone size: 144mm x 50mm x 24mm

> Operating humidity: 10 ~ 95%

> Operating  temp: －10 ~ +50°C

> 1 x Handset, 2 x Rechargeable Battery, 

   1 x Belt Clip,  1 x power Adapter, 

   1 x Charger Cradle

> Qty/CNT: 20pcs

> Giftbox size: 183mm*113mm*96mm

> Carton Meas: 520mm*482mm*217mm

> N.W: 7.4KG

> G.W: 8.9KG

> Up to 2 simultaneous calls per handset

> Handset select for receiving  call

> Handset and Number select for making call

> Auto intercom, Auto answer 

> Call hold, Call transfer

> Switching between calls

> 3-way conference

> Call waiting, Mute, DND

> Redialling of last 20 numbers entered

> Call forward (Always/Busy/No Answer)

> Speed dial, Voicemail, Silence

> 100 phone book memory (store in the base)

> Remote phonebook

> Phonebook search, Black list

> Call Log(Outgoing/Missed/Accepted)

> Direct IP call without SIP proxy

> Reset to factory, Reboot

> Keypad lock, Emergency call

> Anonymous call, Anonymous call rejection

Phone Features

> Full-duplex speakerphone 

> Receiver volume control: 5 steps

> Ringer volume control: 5 steps+off

> 9 ringer melodies 

> Multiple advisory tones

> Acoustic warning for low battery status  

> DTMF

> DECT Standards: CAT-iq2.0

> Headset jack (2.5 mm)

> Handset upgrade: OTA (Over-The-Air)/USB port

Voice  Features

Connectors and Management 

  *DECT technology:

    CAT-iq2.0 focuses on high quality Audio VoIP (wideband),

    as well as low bit - rate data applications, fully backward 

    compatible to DECT GAP

  

Package Features

Display

> 1.8’’128x160 pixels color display

> Two kind of colour schemes for individual needs

> Intuitive user interface with icons and soft keys

> Caller ID with name and number

> Notification Light: voice mail and missed call is 

  Signaled via display and illuminated message 

  waiting indicator

> Date & time (manual or auto synchronized)

> Screen Saver 

> Multiple languages

> LCD backlit

> Key backlit

*the W52H is perfect to use  

  with the W52P

Certifications

The W52P systems can be expanded up to a total of 
5 cordless handsets by adding the W52H cordless 
handsets


