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3. If DS110 is not  
  connected to DS80, it  
  shifts into the “Signal”  
  mode automatically 

1. Pull out antenna 
2. Press electric  

    supply- button 

4. Searching  

    tapping 

2. Press electric  

    supply- button 

4. Searching  

    tapping 

3. If DS110 is not  
  connected to DS80, it  
  shifts into the “Camera”  
  mode automatically 

1. Connect DS110  

    to of DS100  

    main body 



Name of each part & Composition of the product 
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<DS80 MAIN BODY> 

<DS110> 
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When detecting a location using the GPS locator, do it after moving your car to  
a place where there is less interference of electric signals. 
 
The time interval of the moment when electric signals are transmitted can be set  
differently for each device (1, 10 and 30 minutes). Accordingly, detecting is difficult  
and it takes a long time to detect because detection is to be done the moment  
electric signals are transmitted. 

As a cell phone repeater generates strong waves, turn off the repeater. 

3. If DS110 is not connected to DS80, it shifts into the “Signal” mode automatically. 
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3. If DS110 is not connected to DS80, it shifts into the “Signal” 
mode automatically. 

4. Refer to Item No. 4 of ‘1. Detecting wireless tapping device’. 

5. 

. 

3. If DS110 is not connected to DS80, it shifts into the “Camera” 
mode automatically. 
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Do not touch the body of the device when it lightens and thunders. 
It may cause electric shock by lightning. 
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