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DESIGN RECOMMENDATION: STAINLESS 
STEEL SQUARE TUBE WITH CABLE INFILL 

FASCIA MOUNTED WITH BRACKET.
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS DRAWING IS THE 
SOLE PROPERTY OF STAINLESS CABLE AND RAILING®.  
ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT 
THE WRITTEN PERMISSION OF STAINLESS CABLE AND 
RAILING® IS PROHIBITED.

NOTES:
1. DIMENSIONS SHOWN - INCHES [MM].
2. MACHINED SURFACES TO BE 63uIN 
MAX.
4. PART TO BE FREE OF BURRS AND 
SHARP EDGES.
5. ALL MATERIAL TO BE CLEAN, 
DEGREASED AND FREE
OF ALL IMPURITIES.
6. ANY CHANGE MUST BE AUTHORIZED 
BY AN SC&R ENGINEER.
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BUILDING CODES VARY BY CITY & COUNTRY. 
FOLLOW THE INSTALLATION AND RAILING DESIGN 
INSTRUCTIONS AS DETAILED IN THIS DRAWING. 
DOES NOT GUARANTEE CODE COMPLIANCE IN 
ALL AREAS. BEFORE STARING THE PROJECT, 
CHECK LOCAL REQUIREMENTS FOR USING AND 
INSTALLING CABLE RAILINGS.
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