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Website: www.glasswatersystems.com

Statewide

1-877-3GLASS0O

GENERAL SPECIFICATIONS FOR MOST OF THE UNITS IN THIS SECTION

(Call us for detailed specifications on specific units)

Grains Capacity
Grains Capacity (1)
Grains Capacity (2)
Cubic Fr. Material
Pounds Material

SVC Flow Rate, GPM*
Overall Height

Floor Space Required
Approximate Weight

Mineral Tank Size
Backwash Flow (3)
Backwash Flow {4)

Mineral Tank Size
Backwash Flow (3]}
Gravel Underbed (5)

15,000
15,000
12,000

.50
25
7
51"
24" x 17"
TO#

7" x 44"
1.2
1.5

B#

24,000
22,500
18,000
0.75
38
7
51"
26" x 17"
83#
UNIT
8" x 44"
15
2.0

8" x 44"
1.2
10#

32,000
30,000
24,000
1.00
50
g
bb"
26" x 17"
94:#

9" x 48"
2.0
24

9" x 48"
1.5
12#

(1) At 15 pounds per cubic foot = 30,000 Gr. C.F.
i3) Backwash flow with standard basket distributor.
{(8) Gravel underbed is optional with standard resin units under 80,000 grain and included with fine mesh units

40,000
37,500
30,000
1.25
B3
10
51"
27" % 17"
110#

10" x 44"
24
3.03.0

UNITS WITH FINE MESH RESIN

10" x 44"
2.0
16%#

48,000
45,000
36,000
1.50
15
12
81"
2717
122#

10" x 54"
2.4
B0

10" x 54°
2.0
16+#

64,000
60,000
48,000
2.00
100
13
bb'
28° x 11
146+#

12" x 48"
3.5
5.0

12" x 48"
2.4
20#

80,000 110,000
75,000 105,000
60,000 84,000
2.50 3.50
125 175
18 22
61" 71"
30" % 17° 31217
190# 250#

13" x 4" 14" x 65"
4.0 5.0
7.0

13" x 54" 14" x 65"
2.4 3.5
35# 45#

(2) At 9 pounds per cubic foot = 24,000 Gr. C.F.

{4) Backwash flow with turbulator

*Note - due to varying water conditions, watar pressures and assembly matarials the service flow rate should be used only as a guideline,
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