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Range Extender 6 technical specifications.

Modified on: Tue, 19 Sep, 2017 at 11:45 PM

This page lists the technical specifications for Range Extender 6 (http://aeotec.com/z-wave-repeater) and form part of the
larger Range Extender 6 user guide. (https://aeotec.freshdesk.com/solution/articles/6000162370-range-extender-6-user-
guide-)

Name: Range Extender 6
Model number: ZW117.
Repeater: Yes
Beaming Capable: Yes
Operating temperature: 32°F to 104°F/0°C to 40°C.
Relative humidity: 8% to 80%.
Operating distance: Up to 492 feet/150 meters  outdoors.
AC input:

Version Input (standby power) Working
Band 

AU 230V 50Hz, Max: 1.8W 921.42MHz 
BR 220V 60Hz, Max: 1.8W 921.42MHz 
CN 220V 50Hz, Max: 1.8W 868.40MHz 
EU 230V 50Hz, Max: 1.8W 868.42MHz 
IL 230V 50Hz, Max: 1.8W 916.02MHz 
IN 230V 50Hz, Max: 1.8W 865.20MHz 
UK 230V 50Hz, Max: 1.8W 868.42MHz 
US 120V 60Hz, Max: 0.8W 908.42MHz 

JP 100V 50Hz/60Hz,
Max:1W 

922.50MHz 

Plug Specifications.
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