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NT Carbon : 2-Ply Infused Nano Carbon : Natural Appearance : UV Protection : Lower Cost

NT Carbon 05 5 10.2 0.25 na 74 99 66 2 3 56 160 260c 0.61
NT Carbon 20 20 104 0.25 na 55 99 53 2 3 56 160 260c 0.75
NT Carbon 35 35 11 0.25 na 42 99 36 2 3 56 160 260 1.22
NT Carbon 50 50 11.2 0.2 na 33 99 34 2 3 56 160 260 1.9
NT Carbon 70 63 12.7 0.2 na 34 99 35 2 3 56 160 260 1.65

NT Ceramic : 2-Ply Infused Nano Ceramic : Natural Appearance : High Heat Rejection : UV Protection

NT Ceramic 05 5 10.7 1.1 0.06 95 99 93 2 3 56 160 260c 0.55
NT Ceramic 20 20 108 04 0.18 87 99 68 2 3 56 160 260c 0.59
NT Ceramic 35 35 113 04 028 78 99 60 2 3 56 160 260 0.99
NT Ceramic 50 50 114 035 033 77 99 58 2 3 56 160 260 0.81
NT Ceramic 70 65 12,7 0.19 042 74 99 54 2 3 56 160 260 1.53

NT Ceramic UV+ : 2-Ply Infused Nano Ceramic : Natural Appearance : 100% Full UV Protection : High Heat Rejection

NT Ceramic UV+ 05 5 103 1.19 0.1 99 100 84 2 3 56 160 260 0.64
NT Ceramic UV+ 20 20 109 0.7 0.3 99 100 83 2 3 56 160 260 0.16
NT Ceramic UV+ 30 25 109 0,52 0.3 99 100 78 2 3 56 160 260 0.73
NT Ceramic UV+ 60 58 146 0.27 042 44 100 48 2 3 56 160 260 2.59

NT Titanium Pro : 2-Ply Infused Titanium & Ceramic : 100% UV Protection : High Infra-Red Rejection : High Definition Clarity

NT Titanium Pro 05 4 15 128 0.03 100 100 88 2 3 56 160 260 0.85
NT Titanium Pro 15 17 148 0.77 0.1 99 100 78 2 3 56 160 260 0.95
NT Titanium Pro 30 28 126 055 017 99 100 74 2 3 56 160 260 0.63

NT Carbon Safety 4mil : 2-Ply Infused Nano Carbon : Anti Shatter : UV Protection : High Heat Rejection : Natural Appearance

NT Carbon Safety 4mil 20 18 11 0.75 na 56 99 54 4 3 96 160 260 0.69
NT Carbon Safety 4mil 35 34 119 04 na 42 100 42 4 3 96 160 260 0.83
NT Carbon Safety 4mil 50 50 9.8 032 na 32 100 33 4 3 96 160 260 1.29

Published values are generated from films tested on 1/8” (3mm) thick clear glass. These values are representative of typical production runs,
subject to normal manufacturing tolerances within industry standards.
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